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Steel fire doors are essential for the passive fire protection strategy of any building or
structure. The aim of this thesis is to analyse the behaviour of a wide sliding steel door
under fire by developing a FEM (Finite element method) model. According to the
Fire Test Procedures Code (FTP code) of the International Maritime Organization
(IMO)[1], when a fire resistance door is larger than those which can be accommodated
in the standard specimen size (2.4x2.5 m) two alternatives can be followed to approve
the door, accommodate it into a larger test furnace or use the procedure established
in the code for evaluation of the fire performance. The method established in the
code include the performance of FEM models to analysed the door and calibrate the
model, thermal and mechanical, with an equivalent tested door.
The objective of this thesis is to study the behaviour of a wide steel door under
fire to developed a model that approaches to reality. So, several studies of the mate-
rial behaviour under fire were performed and several models were developed to ensure
the validation of the final model. The main focus was to understand the behaviour,
validate the model and developed a simple final model of the steel door.
The model developed represents the external structure of a sliding steel door and
the model was created using ABAQUS, a FEM modelling program. The temperature
field used to study the door’s behaviour follows the Standard fire curve ISO 834. The
common failure mechanism of this doors is buckling so the calculus and analysis was
focus on this topic.
After processing the different models and developing the final one, it was found that
the external structure of the steel door by itself does not provide a lot of mechani-
cal resistance against buckling. So, internal connectors or stiffeners are necessary to
connect the frontal steel plates. A proper definition of the boundary conditions is
fundamental to analyse the behaviour and approach the model to a more realistic
Abstract
one. It was also found that is possible to perform one way coupled analysis instead
of merging a thermal model with a mechanical model. This is useful because instead
of two analysis the same results can be obtained performing only one.
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1.1 Background and motivation
Steel fire doors are one of the most common ways to avoid fire propagation in build-
ings and other structures. They are essential against fire and they have to ensure
that flame and smoke are contained.
The thermo-mechanical behavior of steel fire doors can be studied performing lab-
oratory tests or/and developing a Finite Element Model. However, there are limita-
tions for the dimensions of the steel fire doors according to IMO’s recommendations
[2]. Large dimension fire doors cannot be tested in a laboratory due to the size of
the facilities needed and the high cost. Moreover, there is no reliable FE model for
doors with these dimensions. For this reason, the development of a FEM model that
predicts the thermal and mechanical performance of the door during a fire will be
beneficial for the industry.
It has been proven that the thermo-mechanical behavior of fire doors plays a big
role in preventing flame and smoke propagation [3]. Therefore, the integrity of the
door will have to be ensured, as they would limit fire propagation as well as avoid
structural failure of the building where the doors are located, giving the occupants of
the area sufficient time of evacuation besides giving firemen enough time to intervene
and end the fire [4].
In the case of large fire doors, the non-uniform temperature distribution that leads
to the bending of the door from the supporting frame is not commonly modelled
due to its complexity, high computation time and non-linear behavior, leading to the
uncertainty of how big the influence of the heat distribution across the door affects
the mechanical properties. However, this influence can be predicted with a thermo-
mechanically FEM model, which predicts the performance of a large door. This will
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help the industry, because the cost of testing a large dimensions door is high as well
as complex, due to security reasons and the need for special facilities.
1.2 Object and aim
The objective of this project is to study the mechanical behaviour of large steel doors
and, at the end, create a mechanical model which predicts the behavior of a steel
door during a fire. This model will be combined with a thermal model done in a
brother-project by the student Ainara Sofia Franco Vergara [5]. Both documents will
use synergies and exchange data from one another, with the common aim of develop-
ing a final complete model that contains the result of both projects.
The aim is to obtain results that are representative of the performance of the door
during a fire scenario. In the case of merging both models, it would be one-way couple.
This will create an impact on the industry in the future thermo-mechanical analysis
of large fire doors, optimizing the process in time and cost.
1.3 Methodology
The mechanical model will start as a simple model and the complexity of it will be
increased as the results obtained are validated by analytical calculations. The soft-
ware used for the development of the model is the Finite Element software Abaqus.
The definition of boundary conditions that are accurate enough to represent the
behavior of the door during a fire will be one of the main objectives of the model.
Moreover, non-linear behaviors as plasticity, material degradation and buckling will
be the key problems where the project will focus.
Different analysis will be performed during the modelling process. First, an eigenvalue
analysis to obtained the differen buckling modes, then a static-transient analysis, to
analysed the post-buckling behaviour. Also, the thermoplastic characteristics of the
material will be taken into account, analyzing its effects on the model.
The analytical validation of the model will be done by analyzing a single plate. This




After the mechanical model validation, the thermal and mechanical model will be
merge using one-way coupling. This means that the results obtained in one of the







In this chapter the theoretical background used to developed this Thesis is going to be
explained. The first section will focus in the characteristics of the fire-resistance steel
doors and its importance. The next section would expose the different temperature
distributions, the Standard fire curve and the material properties of the steel used
in the model developed. Then, the non-linear behavior of the model, plate theory,
bending of plates and buckling would be exposed.
2.1 Finite element method (FEM) modelling
Finite element method (FEM) is a numerical method used for solving partial differen-
tial equation in two or three space variables. These problems are known as boundary
value problems because they consist of partial differential equations and boundary
conditions. This method is the dominant discretization technique in structural me-
chanics.
To solve the problem the model is divided into components of simple geometry known
as finite elements. This is accomplished by a space discretization by the development
of a mesh of the object studied. The response of each element depends on a finite
number of degrees of freedom characterized as the value of an unknown function at
a group of nodal points.
For the development of this project a finite element modelling programmed has been
used, called Abaqus, and this method has been applied for the mechanical analysis
of the fire door. Regarding the types of elements and the analysis used in Section 3
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it has been explained in detail.
2.2 Fire-resistance steel door
Fire resistance doors are fundamental in the fire protection of a structure. The ob-
jective of the door is to slow or stop the fire propagation inside a building or a
construction being a key element for safety. For this reason, the study of the defor-
mation of the door under fire action is a key element in the design of optimal and
reliable doors. The door has to contain the fire and the smoke so, when the door
deforms due to fire-action the space between the frame and the door has to be small
enough, at least for a establish period of time.
This thesis will focus in sliding steel doors with big dimensions. This doors are usually
used in industrial environments or garages. The main problem with this doors is that
due to its size it is difficult and expensive to perform fire-test. For this reason a re-
liable finite element model of this type of doors could be really useful for the industry.
The steel door analysed during this thesis have a dimensions of 2.8x2.8 meters and a
total width of 82 millimeters. The steel plates that compose the door have a thickness
of 1 mm and the insulation, made of mineral wool, has a thickness of 80 millimeters
and it is located inside the door. The sliding mechanism and the disposition of the
door is similar to the one show in Figure 5.19.
Figure 2.1 Industrial sliding fire resistance steel door. Picture extracted from Samson
doors official website [6]
The door is subjected at top and bottom in one of the sides by rails. When the door
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2.3 Fire
is closed one of the sides is in direct contact with the side wall and the frame, while
the top of the door and the other side are in contact with the side walls. When the
door is closed both sides are perfectly isolated from each other.
The properties of the sliding steel door used as a model was provided by DBI (Dansk
Brand- og Sikringsteknisk Institut).
2.3 Fire
When a structure is design against fire it is a common practice to represent the
temperature distribution using the Standard fire-curve. In this Thesis, it was used
the Standard fire curve ISO 834 which is defined by Equation 2.1. In this Equation
t is the time in minutes, T is the furnace temeprature (ºC) at time t and T0 is the
initial temperature (ºC).
T = To + 345 log 10(8t + 1) (2.1)
The curve obtained with this equation is shown in Figure 2.2.




The material used in the model developed is galvanized steel which is a common
material on the design of fire resistance steel doors. The type chosen is ASTM A525
Galvanized Steel [7] which provides sufficient resistance to the steel panels that con-
form the door. This type is characterized by the corrosion protection of the zinc-iron
coating (galvanization process) which protects the metal as a barrier against corrosive
elements.
2.4.1 Mechanical properties
The galvanized steel A525 is characterized by a Young modulus of 210 GPA and a
Poisson’s ratio of 0.3, being its density 7800 kg/m3.
2.4.1.1 Elasticity modulus
The Young modulus, also called elasticity modulus, is a constant that describes the
elastic properties of a determined material. It is a mechanical property that measures
the stiffness and its value is equal to the longitudinal stress divided by the strain. This
modulus is directly related to the stress-strain curve of the material, Figure 2.3. Its
value is calculated by measuring the slope of the axial stress-strain curve in the elastic
zone of the diagram.
2.4.1.2 Stress-strain curve
The stress-strain diagram for steel plots the elongation of the material versus the ap-
plied stress. It can be divided in two different zones: the elastic zone and the plastic
zone. The elastic zone is characterized by a linear straight line and its located at the
beginning of the diagram. Then, after a transition zone, when the yield strength is
reach the plastic zone starts. If the material is considered perfectly plastic the elon-
gation will increased at constant stress, Figure 2.3, but if a more realistic behavior is
considered it will appear some strain hardening after yielding, Section 2.4.2.
The stress-strain curve is one of the most reliable sources to evaluate the mechan-
ical properties of the material.
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2.4 Material properties
Figure 2.3 Idealised and design stress-strain diagram for steel according Eurocode 2 [8]
2.4.1.3 Poisson’s ratio
The Poisson’s ratio measures the expansion/contraction of the material in different
directions, depending of the load state. It is the ratio between the transverse strain,
perpendicular to the load applied, and the axial strain, in the direction of the applied
load.
2.4.1.4 Thermal degradation of the Young modulus. Stress-strain curve.
When a steel element is exposed to temperature changes its mechanical properties
starts degrading as the heat increases. The stress-strain curve is affected by this
effect, as well as the Young modulus.
As the temperature is rising the yield strength, the proportional limit and the slope of
the linear-elastic range decreases. This variations were determined in Eurocode-3 [9]
by establishing different reduction factors. The change of the different reduction fac-
tors due to temperature has been plotted in Figure 2.4. In Figure ?? the degradation
of the stress-strain curve has been plotted.
9
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Figure 2.4 Reduction factors of the stress-strain curve at elevated temperatures, accord-
ing to Eurocode-3 [9].
Figure 2.5 Stress-strain curve degradation due to temperature increase, according to
Eurocode-3 [9].
Regarding the Young modulus, in Figure 5.4 it has been plotted its degradation as
10
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the temperature increases. The orange line represent the Eurocode degradation curve
and the green and blue represents the Kristian Dahl Hertz curve, extracted from the
slides of the course 11023 Structural Fire Safety Design at DTU [10]. This curve
provides a better fit with the experimental data and it is smoother than the Eurocode
curve.
It has been calculated using the formulation shown in Equation 2.2 where T is the
fire temperature and the rest are parameters that depends on the type of material
of the structure analysed. For the type of steel used in this Thesis the parameteres
have the values shown in Table 2.1
ξs(T ) = k +
1 − k















k T1 (ºC) T2 (ºC) T8 (ºC) T64 (ºC)
0 6000 620 565 1100
Table 2.1 Values for the KHZ curve for the E-modulus degradation.




Plasticity is the ability of the material to developed non-reversible deformations due
to the action of an applied force. There are different types of plasticity: perfectly
plastic or plasticity with hardening. Perfect plasticity is an ideal situation and plas-
ticity with hardening approaches more to a real case.
In a perfectly plastic material, when the yielding load is reached the plastic defor-
mation keeps growing at constant load. The material with plastic hardening need
higher loads than the yielding point to its deformation to keep growing.
For this case, it was chosen a perfectly plastic material to keep on the safety side.
The yielding point of the steel used is 355 MPA and the stress-strain curve is shown
in Figure 2.7, where σy is the yielding point and Es is the Young modulus.
Figure 2.7 Elastic-perfectly plastic stress-strain curve for steel extracted from [11]
A structure can fail because of plasticity but also due to thermal expansion failure
due to plasticity. For this Thesis it is important the second type of failure because it
takes place when a thermal field is applied to a structure that cannot expand, then
the internal forces grow fast and the structure can fail if they reach the plastic limit.
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2.4.2.1 Thermal degradation of the material
As it was explained before when the temperature is increased the stiffness of the struc-
tures suffers a degradation. The Young modulus is affected by this and consequently
the yielding point. As the temperature is increased the value of the yielding point is
lower, as it is shown in Figure 2.8, which was presented in the previous section.
Figure 2.8 Stress-strain curve degradation due to temperature increase, according to
Eurocode-3 [9].
2.4.3 Thermal properties
The only thermal property relevant for the study it is going to be developed is the
coefficient of thermal expansion of the steel. Regarding the other properties, like
the specific heat or the conductivity they are going to be used only for the one way-
coupled model. However, this properties will be extracted from the brother project
written by Ainara Sofía Fran Vergara [5] which has been developed the thermal study
of the door.
2.4.3.1 Coefficient of thermal expansion
The coefficient of thermal expansion is a thermal property of the material and it
describes how the element expands or contracts due to changes in temperature. The
13
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thermal elongation produce in carbon steel is defined by the Eurocode-3, Part-1-2 [9].
It directly depends on the temperature and it is defined by Equation 2.3, where l is
the length at 20ºC, ∆l is the temperature elongation and θa is the steel temperature
(ºC).
20◦C ≤ θa < 750◦C :
∆l/l = 1, 2 × 10−5θa + 0, 4 × 10−8θ2a − 2, 416 × 10−4
750◦C ≤ θa ≤ 860◦C :
∆/l = 1, 1 × 10−2
860◦C < θa ≤ 1200◦C
∆l/l = 2 × 10−5θa − 6, 2 × 10−3
(2.3)
Figure 2.9 Relative thermal elongation of carbon steel as a function of temperature.
Extracted from Eurocode-3 [9]
The coefficient of thermal expansion is related to the slope of this curve and its value
vary as a function of temperature, Figure 5.5. The variation is not linear, same as
the elongation because it follows the Eurocode formulation.
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Figure 2.10 Coefficient of thermal expansion of carbon steel as a function of temperature
For the initial calculations, where there is no temperature dependency on the mate-
rial’s properties, it was used the linear coefficient of thermal expansion for carbon steel
given in the Eurocode [9] which does not vary with temperature and has a constant
value of αl = 12 × 10−6per ◦C.
2.5 Non-linear behavior
There are two main types of non-linearity: material and geometrical non linearity.
The first one is related to materials that do not have a linear stress-strain curve while
in the second one, it is associated to the change of shape in the structure when large
deformation appear and non-linear changes in the stiffness appear. Both types affect
to the stiffness.
In a linear analysis the stiffness remain constant while in a non-linear analysis the
stiffness matrix changes during the deformation process. If these changes in the stiff-
ness are only related to the structure shape the behaviour is classified as geometric
non linearity. A clear example of geometric non linearity is buckling.
15
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Regarding buckling and non-linearity, this would be explained in Section 2.7 where
the equilibrium state and the effect of this geometric non linearity would be explained.
2.6 Plate theory
A plate is a planar element with two dimensions significantly larger than the third
one, the thickness. The larger dimensions are in the plane of the plate while the third
one is perpendicular to this plane. The plate is loaded on its plane and it only have
translation degrees of freedom not rotational ones. They usually work under bending
or in-plane loads.
Figure 2.11 Plate configuration, extracted from [12]
Plates can be classified in two different categories: thin plates or thick plates. This
differentiation is important because, depending on its thickness, the theories applied
are different. A plate can be considered thin when the thickness-widht ratio is equal
or smaller than 1/20. When this ratio is higher than that value the plate can be
consider thick.
The theory of Kirchoff is applied to thin plates while the theory of Reissner-Mindlin
to thick plates.
2.6.1 Kirchhoff plate theory
The thin plate theory assumes out of plane components are negligible and the middle
surface remains normal after deformation.
If a thin plate is considered in the x-y plane, with a given thickness t and a dif-
16
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ferential slide of the plate is taken, Figure 2.12, the displacement and the strains can
be written as in Equation 2.4 and Equation 2.5.
Figure 2.12 Differential portion of the thin plate, extracted from [12]
w = w(x, y)
u = −z ∂w∂x
v = −z ∂w∂y
(2.4)
εx = −z ∂
2w
∂x2
εy = −z ∂
2w
∂y2
γxy = −2z ∂
2w
∂x∂y
γyz = γzx = 0
(2.5)





































This formulation is similar to beam formulation however, the situation is more similar
to plain strain due to the wide of the plate.
2.6.2 Reissner-Mindlin plate theory
The thick plate theory takes into account the shear deformations and the considers
that the middle surface does not remain normal after deformation.
Regarding Midlin formulation, in Figure 2.13 a differential portion of the plate is
represented and the deformation and strains obtained are formulated in Equation
2.10 and 2.11.
Figure 2.13 Differential portion of the thick plate, extracted from [12]
u = zθy εx = z ∂θy∂x











γyz = ∂w∂y − θx
γzx = ∂w∂x + θy
(2.11)
2.6.3 Membrane forces
Plates cannot carry membrane forces, but if the ratio width/thickness of the plate
is greater than 0.1 a non linear analysis using shell elements has to be carried for
the plate. As a general rule, tensile membrane forces have a stiffening effect while
compressive ones decrease the stiffness.
2.7 Buckling [13]
In linear mechanics of deformable bodies the displacements are proportional to the
loads applied. However, the essence of buckling is the disproportional increment in
the displacements under a small increase of load. This phenomenon is considered a
non-linear instability phenomenon because its load-displacement trajectory does not
follow a linear path.
The buckling load is the load at which the equilibrium state of a structure change
suddenly from stable to unstable or from a previous stable configuration to another
stable configuration. The stable equilibrium of a structure is characterize by every
”small” disturbance create a ”small” response. However, a structure is unstable when
a ”small” disturbance creates a sudden change in deformation or displacement.
2.7.1 Linear eigenvalue analysis
The buckling load depends of the geometrical characteristics of the structural element
and its configuration, boundary and load conditions. The behaviour of a structure
that is buckling is reflected in the shape of its load-displacement curve, called equi-
librium path. If the deflection due to buckling is too large the structure fails.
In order to explain the bifurcation path and the load-displacement curve a typical
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example of buckling is going to be presented. A slender perfect simply supported
elastic column is under axial loading. At first, as the load increases no out-of plane
displacement appear,this creates a straight line called primary path which ends when
the load reaches the buckling load, on this case the critical Euler load, explained in
Section 2.7.5. When this happens the buckling phenomenon takes place without any
further load increase and the equilibrium path suffer a bifurcation into two symmetric
paths, called secondary paths.
Figure 2.14 Equilibrium path for a slender perfect simply supported elastic column
under axial loading. Image extracted from [14]
By using linear eigenvalue analysis the bifurcation point, the buckling load, can be
obtained. In this analysis the eigenvalue is the buckling load, or critical load, and the
eigenvector is the buckling mode. With this analysis it is obtained the value for the
bifurcation buckling load and the initial shape of the buckling mode. However, this
analysis does not go further so the post-buckling behaviour and the buckling deflection
is indeterminate. For this reason after the eigenvalue analysis a post-buckling analysis
has to be performed.
2.7.2 Post-buckling behavior
The post-buckling analysis is non-linear and more information can be extracted from
this than from the eigenvalue analysis. The post-buckling behavior is represented
in a load-displacement plot where the out of plane displacement is shown, buckling
displacement. For perfect structures, without initial imperfection before reaching the
buckling load the plot is a straight line. In Figure 2.15 the four types of post-buckling
behavior are represented. being λB the buckling load.
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Figure 2.15 Types of post-buckling behavior for perfect structural elements. Figure
extracted from [13]
The symmetric stable behavior shows that the structure that has this type of post-
buckling can stand higher loads than the critical load. However, the unstable post-
buckling behavior cannot stand higher loads than the critical load after the structure
has buckled. On the other hand, the unsymmetric behavior will depend of the bound-
ary conditions and, depending on them, it will stand higher or lower loads than the
buckling load.
As an example of post-buckling of different structures, a straight bar axially loaded
will have a post-buckling behavior that is both stable and also close to the neutral
type. Regarding plates, a flat plate axially loaded in its middle plane will have a
symmetric stable post-buckling behavior.
2.7.2.1 Initial geometric imperfection and its effects.
In every manufacturing process is inevitable that initial geometric imperfections ap-
pear in the structures produced. This imperfections affect the post-buckling curve
and, depending of the sensitivity of the structure to imperfections, its effects will be
21
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higher or lower. This effect can be observed in the initial slope and in the initial
curvature of the post-buckling plot before the bifurcation point, λB . The degree of
the deviation of the post-buckling curve from the perfect structure curve depends on
the magnitude and nature of the imperfection.
Figure 2.16 Types of post-buckling behavior for perfect and imperfect structural ele-
ments. Figure extracted from [13]
In Figure 2.16 the dashed line represents the behavior of a structure with an initial
imperfection and the continuous line the post-buckling curve of a perfect structure.
The effect of imperfection is small if the initial slope is positive or if the initial slope is
zero and the curvature positive. However, if the initial slope is negative or the initial
slope is zero with an initial negative curvature the effect of imperfections is high. As
an example, the right side of Unsymmetric post-buckling behavior, Figure 2.16, has
a small susceptibility to imperfections while the left side has a high susceptibility.
Another example of small effect of imperfections is the Symmetric stable behavior,
and the Symmetric unstable will be an example of high sensitivity to imperfections.
22
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2.7.3 Euler buckling theory
Leonhard Euler (1707-1783) obtained the fundamental solution of the bar buckling
problem, studying the stability of a flexible column under axial load. This solution
is known as the Euler Buckling theory.
To develop this theory Euler studied the behavior of a elastic column of length L,
and simply supported boundary conditions. At the bottom there was a pinned end
and at the top a vertical roller was placed, this allows rotation and vertical movement.
Figure 2.17 Colummn axially loaded, simply supported, initial straight bar. Extracted
from [13]
It was studied the bending of the beam and the internal moment was equalized to
the external moment, obtaining the differential Equation 2.12, where I is the second
moment of inertia of the column cross-sectional area about the axis that is perpen-
dicular to the buckling plane.
Ely′′ = −Py (2.12)
y′′ + P
EI
y = 0 (2.13)
This is an homogeneous differential equation and the general solution is:











The constants A and B of Equation 2.14 are determined from the boundary condi-
tions of the column, Equation 2.16.
y(0) = 0 → B = 0
y(L) = 0 → A sin
√
P
EI L = 0
(2.15)
This leaves with two possible solution or A = 0 or sin
√
P
EI L = 0. However, A cannot
be 0 because B already has a 0 value and that will imply that there is not amplitude
in the buckling deflection and therefore the bar would not buckle. This is called the
trivial solution.




EI L = 0
kL = nπ n = 1, 2, . . .
(2.16)
So, the eigenvalue equation is Equation 2.13 and the corresponding eigenvalues of the
problem are the solutions obtained for different values of n.
After solving this equation the buckling load can be obtained, the Euler buckling
load, for a simply supported column axially loaded, shown in Equation 2.17 where L





And the eigenvector, buckling mode shape, corresponding to the lowest eigenvalue is
shown in Equation 2.18 being A the amplitude of the half-sine wave, which is inde-
terminate but it can be obtained applying large-deflection theory.
y = A sin πx
L
(2.18)
The applicability of Euler’s column formulation is limited by the maximum stress at
buckling because it must be in the elastic range of the material. So, it is important to
have a stress expression for Euler’s equation, which is shown in Equation 2.19, where
r is the radius of gyration of the cross section, Equation 2.20 where I is the moment
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The buckling stress goes to zero as the slenderness ratio increases, L/r, and it increases
as the column gets shorter and wider. The problem with a small slenderness ratio is
that the Euler formulation is not valid for stresses, σE , higher than the yielding stress
of the material, σy . In Figure 2.18 it can be seen this limit and, when the stress
value is higher than the yield stress it means that the column could fail by yielding
instead of failing due to buckling.
Figure 2.18 Buckling stress versus slenderness ratio. Extracted from [13]
2.7.4 Thermal buckling
In this section it is going to be explained the buckling effects of restraining the ther-
mal expansion in structural elements. When a steel structure is heated the material
experience a thermal elongation, which directly depends on the coefficient of thermal
expansion (Section 2.4.3). However, when the boundary conditions of the structure
does not allow the material to expand, an internal compression force is developed in




Pcl = EA · L · ∆T · α (2.21)
This compression force developed may reach the critical buckling load if the temper-
atures are high enough. Equalizing the Euler buckling load to this compression load
it can be obtained the temperature at which the structure will fail due to buckling.
This phenomenon is known as thermal buckling and this maximum temperature is
called the critical temperature.
Pcr = Pcl





When the critical temperature is reached the element buckles. But, if no material
degradation is taken into account and the material is considered elastic, the axial
force will remain constant as the thermal strains increase.
2.7.5 Buckling of rectangular plates
The objective of this section is to explain the theoretical background behind the
buckling of plates. It will be focus specifically on the stability analysis of thin elastic
plates which is significantly similar to Euler stability analysis of columns. Classical
buckling problems of plates can be formulated using three different methods: the
Equilibrium method, the energy method and the dynamic method. On this thesis,
it would be explained the Equilibrium method to solve the stability problems on a
simply supported plate with axial loading. It is important to bear in mind that going
in detail in the derivation of the equations is out of the scope of this Thesis.
2.7.5.1 The Equilibrium method [15]
It is considered an initial state of equilibrium of a plate subjected to an external axial
load acting in the plate’s middle plane. The corresponding in-plane stress resultants
are Nx, Ny and Nxy. Its value can be found from the solution of the plane stress
problem for a simply supported plate loaded with an external axial load. The buck-
ling analysis developed in this section considers these characteristics to determined
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the stress resultants with no difficulties and directly expressed with the given external
forces.
The next assumption is that for certain external forces the plate has buckled slightly.
Now, the differential equation of equilibrium can be formulated having into account
the conditions explained before. The equilibrium equation of the linear buckling anal-
ysis of plates is shown in Equation 2.24 where Nx, Ny and Nxy are the internal forces























It is a homogeneous partial differential equation and it can be solved with the ap-
propriate boundary conditions. This type of problem usually has a trivial solution
which corresponds to the initial flat configuration of equilibrium. Nevertheless, the
coefficients of the equation depend on the magnitudes of the stress resultants, which
are connected to the in-plane external forces. For these loads, the values can be found
and then a nontrivial solution can be obtained. The smallest value of these forces is
the critical load.
A general formulation of the equilibrium transforms the stability problem into an
eigenvalue problem by multiplying the stress resultants (Nx, Ny, Nxy) by a load
parameter (λ). By substituting Equation 2.25 into Equation 2.24 the differential
equation for buckling of plates can be found, Equation 2.26.















Solving Equation 2.26 specific values for λ can be found and these solutions corre-
spond to the eigenvalues. The smallest of the eigenvalues, non-equal to zero, is the
critical buckling load and the corresponding eigenfunction is the buckling mode.
CASE 1: Buckling of rectangular plate under axial load and simply sup-
ported at all the sides [15]
Now the governing differential equation of plate buckling has been stated, Equation
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2.26 or its equivalent Equation 2.24, it is going to be solved for a particular case. This
homogeneous, linear partial differential equation with variable coefficients cannot be
solved analytically in the general case but for some specific cases a exact solution
can be found. Now, this solution is going to be obtained for a rectangular simply
supported plateb on all the sides subjected to a uniform distributed compressive load
(qx) acting at the edge in the x-direction, Figure 2.19. For this task is going to be
used the equilibrium method, as it was mentioned before.
Figure 2.19 Rectangular plate simply supported on all sides and axially loaded.
For this case there is only one in plane stress that is not equal to zero, Nx. So, Equa-
tion 2.24 can be rewritten as Equation 2.28 having into account the stress conditions,
Equation 2.27.





The solution seek for this equation will have the form of Equation 2.29, which is the
solution of the deflection surface ω(x, y) in the form of an infinite Fourier series. This







































The trivial solution will corresponds to ωnm equal to 0 but this is related to the un-
buckled equilibrium of the plate and this is not what we are looking for. The other
solution that can be determined is obtained by setting the element between brackets

























Equation 2.32 gives the results of qx for m = 1, 2, 3...; and n = 1, 2, 3... as possible
forms of the deflected surface using Equation 2.29. The smallest value obtained as
a result, which corresponds to n=1, is the critical value. So, the formulation can be
written as in Equation 2.33 or in its equivalent form 2.34 where K is the buckling load
parameter and its value is given by Equation 2.35, being m the number of half-sine























The parameter D used in Equation 2.34 is known as the flexural stiffness of the plate,
its equivalent to EI for beams, and its value is given by Equation 2.36 where t is the
thickness of the plate, E the Young modulus and υ is the Poisson’s ratio.
D = Et
3




For a given value of m the buckling load parameter, K, only depends on the aspect
ratio of the plate, a/b. So, for a given aspect ratio the critical load is calculated by




















Then, the value of the critical load can be expressed as Equation 2.39 where K is
equal to 4. The corresponding critical stress is expressed in Equation 2.40.




















The variation of the buckling load parameter, K, as a function of the aspect ratio,
a/b, can be found using Figure 2.20. In this Figure the number of half-waves, m, in
the direction of the applied compressive loads for any value of the aspect ratio can
also be found.




CASE 2: Buckling of a rectangular plate under axial load and simply sup-
ported at the top and bottom [16]
Now, the solution for a simply supported plate on two sides and free on the other
two is going to be exposed. The characteristics of this particular case are shown in
Figure 2.21, the calculations and theory followed to get to the solution are analogue
as the previous Sections. For further information regarding the demonstration of the
solution it can be check in the book ”Mechanics of optimal structural design: Mini-
mum Weight Structures” by David W.A.Rees at ”Appendix B: Plate buckling under
uniaxial compression” [16].
Figure 2.21 Rectangular plate, simply supported on two sides and free on the others,
and axially loaded.
The buckling load at which the plate starts buckling is shown in Equation 2.41 and
its corresponding critical stress in Equation 2.42. In this Equation D is the flexural





























In this chapter it is going to be explained the different elements and types of analysis
used in Abaqus, a finite element software (FEM), used during the development of
this Thesis. It would be explained briefly the theory behind them.
3.1 Type of analysis [17][18]
Four different types of analysis have been used along this Thesis. One of them, Eigen-
value analysis, was used to study the buckling behaviour, the Statically incremental
and Riks analysis were used to analysed the post-buckling and the coupled analysis
was used to to study the behaviour of elements that have displacement, rotation and
temperature as degrees of freedom.
3.1.1 Eigennvalue analysis
This analysis is used to estimate the critical load in stiff structures. It is a linear
perturbation procedure and it can also be employ in the investigation of the imper-
fection sensitivity of a structure.
The Eigenvalue buckling problem appears when the model stiffness matrix becomes
singular, Equation 3.1, and has non-trivial solutions.
KMN vM = 0 (3.1)
The tangent stiffness matrix when the loads are applied is represented by KMN and
the non-trivial displacement solutions are vM .
This analysis is used to estimate the critical buckling load of structures and its buck-
ling mode shapes. Stiff elements carry their design loads by axial or membrane
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action better than with bending action. The behaviour of a structure before buckling
is characterized by small deformations but, when the critical load is reached it bends
suddenly with lower stiffness.
So, the eigenvalue problem is shown in Equation 3.2 where an incremental loading
pattern, QN is add to the eigenvalue prediction step. The value of this load is not
relevant because it will be scaled by the load multipliers λi.(
KNM0 + λiKNM∆
)
vMi = 0 (3.2)
The load multipliers, λi, are the eigenvalues, the stiffness matrix of the base state
is KNM0 and includes the pre-loads effect P N . The initial stress and load stiffness
matrix is characterized by KNM∆ and it is related to the incremental loading pattern
QN . The buckling mode shapes, eigenvectors, are vMi . The critical buckling loads
are: P N + λiQN .
3.1.1.1 Loads and predefined fields
In an eigenvalue analysis different types of load can be applied, from concentrated
nodal forces till predefined temperature fields. It is even possible to apply pre-loads
but it should not surpass the critical load. Regarding the predefined fields, nodal
temperatures can be specified. The temperatures will cause thermal strain and, if a
thermal expansion coefficient has been defined for the material, incremental stresses
will be generated. So, the structure would buckle due to thermal stress.
3.1.2 Statically incremental analysis
A static stress is used when the inertia effects can be neglected, it can be a linear
analysis or non-linear. It does not take into account time-dependent material effect
like creep, but it takes the plasticity behavior into account. During this analysis it
is necessary to assign a time period to the analysis and adjust the time step, this
is directly related with the amplitude options, which can be used to determine the
variation of loads and temperature fields during time.
In a linear static analysis the definition of load cases and appropriate boundary con-
ditions is fundamental. This analysis can reduce computational cost in large analy-
ses where all or part of the problem has linear response. Regarding the non-linear
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static analysis, it takes into account the large-displacement effects and material non-
linearitities. The large displacement formulation is used.
The degrees of freedom in this type of analysis are six, related to displacement and
rotation. It is also possible to have warping DOF in open-section beam elements and
fluid pressure DOF if hydro-static fluid elements are added to the model.
Even though this analysis does not consider temperature DOF, a temperature field
can be added to the analysis. Nodal temperatures can be added to the structure. If a
thermal expansion coefficient is defined for the material used, any difference between
the applied temperature and the initial temperature will cause thermal strain.
3.1.3 Riks analysis
This type of analysis is commonly used to predict unstable and geometrically non-
linear collapse of a structure. It can be used to study the post-buckling behaviour of
a structure.
Geometrically non-linear static problems could involve buckling or collapse behav-
ior, where the load-displacement response have a negative stiffness and the structure
have to release strain energy to keep in equilibrium. There are different ways of mod-
elling this behaviour and Riks analysis applied the known as ”modified Riks method”
to achieve that. This method can be used when the load case is proportional, the
load magnitude has to be ruled by a single scalar parameter.
Figure 3.1 Proportional loading with unstable response, extracted from [17].
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This method uses the load as an additional unknown, solving at the same time loads
and displacements. For this reason, another quantity has to be used to measure the
progress of the analysis, it is the variable called arc length, l. This parameter is used
along the static equilibrium path in the load-displacement space. The solution would
be provide regardless the response is stable or unstable.
All the loads defined before the Riks analysis are treated as dead load and the ones
added in this step are consider as a reference load. The loading during this anlaysis
is always proportional and it can defined by Equation ??, where P0 is the dead load,
Pref is the reference load vector and is the load proportionality factor.
Ptotal = P0 + λ (Pref − P0) (3.3)
Regarding the incrementation, Riks only uses 1% of extrapolation of the strain in-
crement. An initial increment in arc length, ∆lin, is defined at the beginning of
the analysis when the step is defined. Then the initial load proportionality factor
is obtained using Equation 3.4, where lperiod is the arc length scale factor specified





The initial proportionality factor, , ∆lin, is used at the first iteration but for the next
ones the value of λ is computed automatically so there is no user control over the
load magnitude.
Lastly, Riks analysis works well in problems in which the equilibrium path in load-
displacement is smooth and does not branch. For this reason, in the post-buckling
problems it is important to introduce an initial imperfection to the geometry to turned
the problem into a problem with continuous response instead of bifurcation.
3.1.4 Coupled analysis
A fully coupled thermal-stress analysis is needed when the stress analysis is depen-
dent on the temperature distribution and the temperature distribution depends on
the stress. For this Thesis a one-way coupled analysis was studied because only the
influence of the temperature to the stress analysis will be considered.
Abaqus has the option of using a thermal-stress analysis and this requires elements
with both temperature and displacement degrees of freedom. It combines the thermal
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analysis with a stress analysis.
The coupled elements use linear or parabolic interpolation for geometry and displace-
ments, while the temperature is always interpolated linearly. The temperature of the
inside nodes is determined by linear interpolation from the corners nodes.
3.2 Type of elements [17][18]
Abaqus has an extend library of elements which make it able to solve many differ-
ent problems. Depending of the geometric characteristics, the loading condition and
other general characteristics of the case analysed the element type has to be chosen.
In order to find the most accurate results a brief analysis of the different elements
has to be performed in order to choose the proper one, the one that fits best for the
problem studied.
There are five properties that characterizes the element behavior: family, degrees
of freedom (DOFs), number of nodes, formulation and integration. This attributes
are reflected in the name of the element, identifying it. The families used along this
document are reflected in Figure 3.2.
Figure 3.2 Families of Abaqus elements that are going to be used in this Thesis [17].
3.2.1 Beam elements
Beam elements are a one dimensional line element that can be modelled in a 2D
space or a 3D space. The theory behind this Abaqus type of element is the beam the-
ory. Abaqus has different types of beam elements in its library, like Euler-Bernoully
beams, B23, or Timoshenko beams, B22.
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Euler-Bernoulli beams. B23, does not allow transverse shear deformation and the
sections remain plane and perpendicular to the beam’s axis. They are used to model
slender beams and the cross-section measures should be less than 1/15 of the the span
in order to consider shear flexibility negligible.
Regarding Timoshenko beams, B21 or B22, they are characterized by allowing the
transverse shear deformation. Its use is recommended for thick beams but they can
also be employed for modelling slender beams. Abaqus assumes that the transverse
shear behavior of these beams is linear elastic with a fixed modulus.
3.2.2 Shell elements
Shell elements are a type of structural element in which one dimension, in this case
the thickness, is significantly smaller than the rest of them. The elements available
in Abaqus can be divided in conventional shells and continuum shells. The first one
discretize a structure by defining a reference surface while the continuum shell dis-
cretize the entire 3D structure.
The conventional element has displacement and rotational degrees of freedom while
the continuum element only have displacement degrees of freedom, no rotations.
Figure 3.3 Conventional versus continuum shell elements in Abaqus [17].
Abaqus library for shell elements can be divided in three categories: general purpose
shells, thin shells and thick shells. Each one of these options follows a different shell
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theory and the type of element chosen directly depends on the case that it is being
analysed.
General purpose shells are three dimensional elements which provides accurate so-
lutions for both, thin and thick shells. They do not experiment shear locking or
unconstrained hourglass modes. The hourglass control is not required in bending
and membrane response of the fully integrated shell element.
Thin shell elements in Abaqus follows the Kirchhoff theory while thick elements fol-
lows Reisner-Midlin theory. The first one does not consider the shear deformation
while Mindlin theory does, shear flexible element.
3.2.2.1 General-purpose conventional shell elements
This type of elements provide accurate solutions to most applications but in some
specific cases it is necessary to use thin/thick elements instead of the general-purpose
one. It allows transverse shear deformation and it uses thick shell theory or thin shell
theory depending of the thickness of the plate. That is the main reason why this type
of element is recommended to use in most of cases. It is also important to consider
that the shear deformation decreases as the thickness does.
Element types S3/S3R, S3RS, S3RT, S4, S4R, S4RS, S4RSW, S4RT, SAX1, SAX2,
SAX2T, SC6R, and SC8R are general-purpose shells. Thick conventional shell ele-
ments A shell is considered thick when the thickness is bigger the 1/15 of the char-
acteristic length of the shell, as it can be the distance between supports in a static
case. This kind of element is specially relevant when the transverse shear flexibility
is important and second order interpolation needed.
Element types S8R and S8RT are thick shell elements in Abaqus. Thin conventional
shell elements It is used when the tickness is smaller than 1/15 of the characteris-
tic length. The Kirchhoff constraint must be fulfilled because the transverse shear
flexibility is negligible. However, the thickness can be larger than this value because
Abaqus has two different types of thin shell elements, one that solve thin shell the-
ory (Kirchhoff requirement) and one that converge to thin shell theory as thickness
decreases. This last type is the one that allows a bigger thickness.
The first type of thin elements solves thin shell theory and has six degrees of freedom
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on each node. If this element is applied to a thick shell the prediction will always
give a thin shell solution.
The second type, impose Kirchhoff constraint numerically and it should not be used
for structures where the shear deformation is important, that could give inaccurate
results.
It is used element STRI3 for the first type and elements S4R5, STRI65, S8R5, S9R5,
SAXA1n, and SAXA2n for the second one.
3.2.3 Solid (continuum) elements
3.2.3.1 Continuum shell elements
The main difference between continuum shell elements and shell elements is that the
continuum ones discretize a 3D structure while the conventional shell discretize a
reference surface.
This element only have displacement degrees of freedom and allows large rotations
and finite membrane deformation so they are appropriate for nonlinear analysis. The
transverse shear deformation is also considered in this element. One of its advantage
comparing to the conventional shell is that it provides a more refined through thick-
ness response, obtaining better force predictions.
It is also important to take care of the verification of the overall deformation, be-
ing fundamental to check if it is consistent with the plane stress assumption. If the
response is bending dominated no significant thickness change will be observed.
For models of thin structures that require a three-dimensional constitutive material
behavior, the continuum solid shell (CSS8) element is recommended
3.2.4 Coupled-temperature-displacement elements
This type of element is employed when a coupled-temperature-displacement analysis
is performed. A coupled temperature-displacement analysis is characterize by the
dependence between the stress analysis and the temperature solution, and the depen-
dence between the thermal analysis and the the displacement solution.
40
3.3 Connector elements [17][18]
This elements have both temperature and displacement degrees of freedom. In modi-
fied triangle and tetrahedron elements the temperature degrees of freedom are active
in all the nodes while in second order elements it is only active at the corner nodes.
The interpolation used is linear or parabolic for displacements and the temperature
is always interpolated linearly.
The elements available in Abaqus library for coupled temperature-displacement anal-
ysis are part of other element families. The families that are going to be relevant for
this Thesis are: Solid (continuum) elements and Shell elements. The elements avail-
able are the same as the ones described before in Section 3.2.2 and 3.2.3, but they
include in its name description the letter T, which marks them as coupled temperature-
displacement elements.
As an example of the type of elements applicable S3T is a 3-node thermally cou-
pled triangular general-purpose shell with finite membrane strains; S4T is a 4-node
thermally coupled doubly curved general-purpose shell with finite membrane strains;
C3D8T is an 8-node thermally coupled brick with tri-linear displacement and tem-
perature.
3.3 Connector elements [17][18]
Connector elements in Abaqus are useful when it is necessary to connect two different
parts of the model between them. Sometimes the connection are easy, like a weld
connection between steel panels or a door connected to a frame by a hinge. However,
there are more complex connections like connections with kinematic constraints. But,
for the purpose of this thesis the connection used are not that complex.
There are different types of connectors available in Abaqus library which can be
resume in four different groups:
• Translational basic connection components, which affect translational DOFs at
both nodes and may affect rotational DOFs at the first node of the connector
element.
• Rotational basicconnection components, which affect only rotational DOFs at
both nodes of the connector element.
41
3 Numerical benchmark
• Assembled connections, which are a predefined combination of translational and
rotational basic connection components.
• Specialize rotational basic connection components, which besides the roational
DOFs they affect to other degrees of freedom.
• Complex connections, which affect a combination of degrees of freedom at the
nodes.
The type of connectors relevant for this Thesis are weld connections and link connec-
tors.
The weld connection impose kinematic constraints and combines two connections
types: JOIN + ALIGN. Its characteristics are shown in Figure 3.4 and Figure 3.5.
Figure 3.4 Diagram of the weld connector type.
Figure 3.5 Characteristics of the weld connector type.
Regarding link connectors, it maintains a constant distance between two nodes. Its
rotational degrees of freedom are not affected at either node. Its characteristics are
shown in Figure 3.6 and Figure 3.7.
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Figure 3.6 Diagram of the link connector type.






The objective of this chapter is to explained the process followed to model the Final
Door Model. It will developed from the simplest model performed until the more
complex one. However, it would not include the validation of a single plate and the
study of the different type of mesh elements available in Abaqus, Appendix D and
Appendix E. The type of element chosen to model the plates that form the door is
a general shell element with full integration, S4, and it is going to be used in almost
all the models developed in this Chapter. Regarding the meshing, it will depend on






Model 1 Cross-section 2D 1D B23 No 28
Model 2 1 plate 3D 2D S4 No 56x56
Model 3 2 plates 3D 2D S4 CONN3D2 56x56 both
Model 4 Door model 3D 2D S4 No Variable
Table 4.1 Models developed during this chapter.
The aim of this different models is to study its buckling and post-buckling behavior to
understand how it works and how this affects to the Door model. Two load cases will
be applied to all the models, first a mechanical load and secondly a temperature field
that follows the Standard fire curve. It also will be performed two types of analysis:
Eigenvalue analysis to find the buckling mode shapes and the critical buckling load,
and the Post-buckling analysis, to analysed the behavior of the models after buckling.
Model 1 will be a 2D model with a hollow cross-section, it will used a beam ele-
ment, being the only Model that does not use shell elements. Its buckling will follow
the Euler theory for buckling of columns and its geometry is equivalent of the steel
Door without the top and bottom plates.
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Figure 4.1 Left: Model 1, cross section model. Right: Model 2, single steel plate
Model 2 will be a simply supported single steel plate with the width and height of
the door and 1 mm of thickness. Model 3 consist in two steel plates, equal geometric
characteristics to Model 2, connected between them on the sides. One of the plates
will be simply supported and the load case will be applied to it.
Lastly, a Door model is performed, Model 4, and it is made of six connected steel
plates. The boundary conditions and the load case would only be applied to one of
the plates.
Figure 4.2 Left: Model 3, two connected plates. Right: Model 4, door model
The reason why in Model 3 and 4 the boundary conditions are only applied to one of
the plates is because the door that is going to be modelled is a sliding door so it is
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only going to be connected to the sliding mechanism by one of the sides.
The last sections of this Chapter will focus on the influence of the boundary con-
ditions on the model and in the coupled analysis of a single steel plate.
4.1 Model 1: Beam analysis
4.1.1 Model approach
This analysis has been performed using beam elements with a hollow cross-section.
The geometry of the cross section is the same as the one plotted in Figure 4.3. The
element type used is B23 and first it was ran an eigenvalue analysis to find the buck-
ling modes and then a statically incremental analysis, to analyse the post-buckling
behaviour.
The column is simply supported and the temperature field used follows the Stan-
dard fire curve




First, the analytical solution for this model is going to be calculated. The calculation
are based in Euler buckling theory, explained in Section 2.7.3. The formulation used
is shown in Equation 4.1 and the results obtained are shown in Table 4.2, where I is
the inertia of the cross-section and Lef is the equivalent length of the column, which
depends on the boundary conditions. For this case, simply supported column, the





E (KPa) I (m4) Lef (m) A (m2) Pcri (KN) ∆T (ºC) TF (ºC)
210·106 9.2712·10−6 2.8 0.00576 2450.65 168.8 188.83
Table 4.2 Anlytical solution for the buckling load and the critical buckling temperature
of a 2.8 meters length column with a hollow cross-section.
The critical temperature at which the system starts buckling can be estimated using
Equation 4.4, which is explained in Section 2.7.4. The coefficient of thermal expan-
sion, α, is equal to 12.2·10−6 ºC−1. The initial temperature of the column is equal
to 20ºC.





Now the Eigenvalue analysis is going to be performed for two different load cases, one
with a vertical load acting at top of the column and the other is a temperature field
acting along the whole length of the column.
The results obtained for the mechanical load case are shown in Figure 4.4 and in
Figure 4.5 the results for the case with the temperature field acting are displayed. As
it can be observed, the buckling modes have the same shape for both cases and the
results obtained with Abaqus are practically equal to the ones calculated analytically.
The comparison between the results obtained in Abaqus and the analytical solution
are shown in Table 4.3.
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Figure 4.4 Eigenvalue analysis results for the simply supported column under mechanical
load.
Figure 4.5 Eigenvalue analysis results for the simply supported column under thermal
load.
Analytical solution Abaqus results
Pcr 2450.65 2450.80 KN
∆Tcr 168.80 168.85 ºC
TF 188.80 188.85 ºC
Table 4.3 Comparison between the analytical results and Abaqus results for the Eigen-
value analysis 2.8 length column with a hollow cross-section.
4.1.4 Post-buckling analysis
Then the post-buckling behaviour is studied with the statically incremental analysis.
First, an initial imperfection has to be introduced into the model so, an initial load
is applied at the middle of the beam. The load has to be small enough to produce
only a small displacement. For this case it was chosen 3 KN which produces 1 mm
maximum initial displacement at the middle.
First the load case with the punctual load applied at top is ran and them the temper-
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ature field case. The results of both models have been compared in Figure 4.6, where
the load versus the out of plane displacement is plotted. The load used in this plot
for the temperature field case is the load produce at the supports when the beam is
trying to expand due to temperature increment.
Figure 4.6 Out of plane displacement versus load applied for both load cases.
Then, the temperature versus out of plane displacement has been plotted for the
temperature field case, Figure 4.7.
Figure 4.7 Temperature versus out of plane displacement.
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4.2 Model 2: Single steel plate
4.2.1 Model approach
This model consist on a single steel plate with the same width and height of the door
and a thickness of 1 mm and 10 mm.
Figure 4.8 Geometrical characteristics of Model 2: Single steel plate
The structure is simply supported on two sides, top and bottom, and free on the other
two sides. It will be subjected to two types of loading: thermal load and mechanical
load. The mechanical load will be applied as a distributed load along the top edge of
the shell and the thermal load will be applied to the whole panel. When temperature
is applied to the system, the vertical displacement at the top of the shell is going to
be restricted to limit the thermal expansion.
4.2.2 Analytical solution
First, it is going to be calculated analytically the critical load at which the panel
starts buckling, Pcri, for the two different thickness. Then, the critical temperature
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at which buckles can be determined.
The theory behind these formulations has been explained earlier at Section 2.7 and
the buckling and post-buckling behavior of a single plate model has been validated
and calibrated in Appendix D.
To calculate the buckling load of a simply supported plate Equation 4.3 is used. This
formulation comes from the Euler buckling theory and its equation for calculating
the critical buckling load in beams. The formula used is a variation that allows to
calculate buckling in plates and shells [19].
Pcri =
π2EI





Having into account that the plate is simply supported its effective side length aef is
equal to the total length of the side, which for this case is equal to the height of the
panel, 2.8 meters. The value for b, which is the width of the panel is the same for
both cases, 2.8 meters. The results for the two different thickness are shown in Table
4.4.
Thickness (mm) E (KPa) I (m4) aef (m) υ Pcri (KN)
1 210·106 233.3·10−12 2.8 0.3 0.0678
Table 4.4 Analytical solution for the buckling load for a plate with 1 mm and 10 mm
thickness.
Now, the critical temperature at which the system starts buckling can be estimated
using Equation 4.4, which is explained in Section 2.7.4.




The value of the coefficient of thermal expansion, α, is the one given in the Eurocode
[9] for carbon steel and its value is equal to 12·10−6 C−1 which is not temperature
dependent and only valid for temperatures higher than 20ºC. The initial temperature
of the system, T0, is 20ºC and the solution obtained is shown in Table 4.5.
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Thickness
(mm) E (KPa) A (m
2) α (C−1) Pcri (KN) ∆Tcr (ºC) TF (ºC)
1 210·106 0.0028 12·10−6 0.0678 0.0096 20.0096
Table 4.5 Analytical solution for the critical buckling temperature for a plate wiith 1
mm and 10 mm thickness.
4.2.3 Eigenvalue analysis
Now, the Eigenvalue analysis is going to be performed in order to obtained the critical
load at which the steel panel starts buckling. Two load conditions are going to be
applied, the first one is distributed mechanical load along the top edge of the plate.
The second load condition consist in a thermal field applied to the whole structure
and, in order to limit the vertical expansion due to temperature and allow buckling,
the vertical degree of freedom at top and bottom will be restricted.
The meshing used is made of 56x56 quadrilateral elements with a side length of
0.05 meters. The numerical values obtained are lower than the analytical solution
because the Analytical formulation is more conservative than Abaqus. However, the
error between this solutions is less than 5% which is considered as acceptable.
The mode shapes obtained for the three first eigenvalues match perfectly with the
results expected in both load conditions, Figure 4.9 and 4.10.
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Figure 4.9 Eigenvalue analysis results for 1 mm thickness plate under mechanical load.
Figure 4.10 Eigenvalue analysis results for 1 mm thickness plate under thermal load.
Regarding the numerical results obtained for the mechanical load, the Abaqus results
are a sligthly lower than the analytical values, less than 5% of difference. The main
54
4.2 Model 2: Single steel plate
reason is that the analytical formulation are more conservative than Abaqus theory
behind the Eigenvalue analysis, this was explained in Section 3.1.1. Regarding the
critical temperature this difference is higher than in the previous case.
Analytical solution Abaqus results
Pcr 0.0678 0.0649 kN
∆Tcr 0.0096 0.00832 ºC
TF 20.0096 20.00832 ºC
Table 4.6 Comparison between the analytical results and Abaqus results for the Eigen-
value analysis of 1 mm thick plate.
4.2.4 Post-buckling analysis
Now the post-bucklin is going to be studied. For the load case where a temperature
field is applied it has been used the Standard fire curve distribution, developed in
Section 2.3.
The initial imperfection add to the system has been introduced by adding a dis-
tributed load at the middle section of the plate. The load has to be small enough
to produce only a small imperfection. For this case the load introduce an initial
imperfection with the maximum value of 0.4 mm at the middle of the plate.
Figure 4.11 Initial imperfection of the plate.
First, the mechanical load case is studied. In Figure 4.12 the Load-displacement curve
has been plotted, where the out of plane displacement as a function of the applied
load is shown. The load shown represents the total force applied to the system.
55
4 Numerical modelling
As it was expected the post buckling behavior approaches to a symmetric stable
behavior, as it was explained in Section 2.7 and its validation with the analytical
solution is shown in Appendix D.
Figure 4.12 Out of plane displacement (U3) versus mechanical load applied for 1 mm
thickness plate under mechanical load.
In Figure 4.13 the out of plane displacement and the vertical stress is shown for
mechanical distributed load.
Figure 4.13 Left: Out of plane displacement for 1 mm thickness plate under mechanical
load of 0.0847 KN. Right: Vertical stress (S22) for 1 mm thickness plate under mechanical
load of 0.0847 KN.
Afterwards, the thermal load case is going to be studied. It was observed that, when
the buckling load is surpassed some problems in the analysis appear and the buckling
shape changes. At first, the buckling mode shape is the same as the one obtained for
the first buckling mode, but as the temperature increase this shape changes, Figure
4.14.
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Figure 4.14 Left: Out of plane displacement at 20.21º for 1 mm thickness plate under
thermal load. Right: Out of plane displacement at 24.16º for 1 mm thickness plate under
thermal load.
Figure 4.15 Left: Vertical stress (S22) at 20.21ºC for 1 mm thickness plate under thermal
load. Right: Vertical stress (S22) at 24.16ºC for 1 mm thickness plate under thermal load.
Then, the Temperature-displacement curve is plotted, Figure 4.16, and the Stress-
temperature curve, Figure 4.17. At the Stress-temperature curve it can be seen the
point where buckling shape starts to change, around 20.75ºC.
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Figure 4.16 Temperature versus out of plane displacement for 1 mm thickness plate
under thermal load. Point studied: middle point of the plate.
Figure 4.17 Temperature versus vertical stress for 1 mm thickness plate under thermal
load. Point studied: middle point of the plate.
58
4.3 Model 3: Connected Plates
4.3 Model 3: Connected Plates
4.3.1 Model approach
This model is compound of two steel plates connected on all its sides by axial con-
nectors. The geometric characteristics of the plate are the same as the one used in
Model 2. In Figure 4.18 the geometry of one of the plates is shown and in Figure 4.19
the disposition of the whole Model is presented, the separation between the plates is
equal to 80 mm.
The gap between the two plates represent the space where the insulation would be
placed in a real fire resistance door. The link connectors connect the movement of two
nodes in one direction, for this case they are connectors of the x-axis displacement.
Figure 4.18 Geometrical characteristics of one of the steel plates of the model. Thickness
equal to 1 mm.
The boundary conditions of the system will be simply supported at top and bottom
and free on the sides. This boundary conditions will only be applied to one plate. The
load will be applied only to the plate with the assigned boundary conditions and it
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will be first a mechanical load distributed along the top edge and then a temperature
field applied to all its surface. This temperature field will follow the Standard fire
curve, Section 2.3.
Figure 4.19 Left: 3D of the Model. Right: Side view of the Model.
Figure 4.20 Model configuration and connectors.
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The mesh used for this model is of 56x56 elements of 0.05 m of length. The type of
element is convenctional shell element, S4, with full integration.
4.3.2 Eigenvalue analysis
Two different load conditions are going to be applied, the first one is a mechanical
distributed load applied along one of the plate edges and the second one will be a
temperature field acting in the whole surface of one of the plates. The plate where
the loads are going to be applied is the one that have the simply supported boundary
conditions.
For the mechanical load, the results of the Eigenvalue analysis is shown in Figure
4.21 and, for the thermal load is shown in Figure 4.22. The eigenmodes of both load
cases are the same and the shape is equal to the buckling modes of a single steel plate.
Figure 4.21 Eigenvalue analysis results of the connected plates under mechanical load.
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Figure 4.22 Eigenvalue analysis results of the connected plates under thermal load.
Abaqus results Eigenvalue 1 Eigenvalue 2 Eigenvalue 3
Pcr 0.215 0.674 0.680 kN
∆Tcr 0.013 0.038 0.041 ºC
TF 20.013 20.038 20.041 ºC
Table 4.7 Results obtained in Abaqus for the Eigenvalue analysis of the connected plates.
The values for the critical temperature and the buckling load are displayed in Table 4.7
and, comparing to the single plate case, its values are higher for both, the critical load
and the critical temperature. The main reason is that, even though the connectors
does not provide stiffness to the system, it connects two steel plates leaving a distance
between them. This connection connect the horizontal displacement of the loaded
plate to the other so, when one plate moves the other has to move to. This two plates
connected are stiffer than one single plate and the inertia of the set is higher than a
single plate, for this reason the buckling load is higher.
4.3.3 Post-buckling analysis
Then the post-buckling analysis of the model is performed. The first step is to add
an initial imperfection this have been done by adding a distributed load along the
middle of the master surface, the initial imperfection is shown in Figure 4.23.
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Figure 4.23 Initial imperfection of the model, master surface.
The first load case studied is the distributed mechanical load, obtaining the load-
displacement curve, Figure 4.24. A zoom at the beginning of the curve has been
developed to appreciate better the behaviour of the plates, Figure 4.25. In Figure
4.26 the out of plane displacement for both plates is shown for 2.42 kN and in Figure
4.27 for 3.6 kN.
Figure 4.24 Out of plane displacement versus mechanical load applied.
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Figure 4.25 Zoom at the beginning of the load-displacement curve.
Figure 4.26 Left: Out of plane displacement of the master surface at 2.42 kN. Right:
Out of plane displacement of the slave surface at 2.42 kN.
Figure 4.27 Left: Out of plane displacement of the master surface at 3.6 kN. Right: Out
of plane displacement of the slave surface at 3.6 kN.
Now, the case with the temperature field that follows the Standard fire curve is
processed. In Figure 4.28 it is shown the out of plane displacement obtained for
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20.8ºC. Then, after surpassing certain temperature the out of plane displacement
stop following the buckling shape of the first buckling mode, this is shown in Figure
4.29.
Figure 4.28 Left: Out of plane displacement of the master surface at 20.8ºC. Right: Out
of plane displacement of the slave surface at 20.8ºC.
Figure 4.29 Left: Out of plane displacement of the master surface at 32.6ºC. Right: Out
of plane displacement of the slave surface at 32.6ºC.
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Then, the temperature-displacement curve, Figure 4.30, has been plotted. In Figure
4.31 an augmented part of the previous graph has been represented, showing the
different behaviour of the curve before and after buckling.
Figure 4.30 Temperature versus out of plane displacement.
Figure 4.31 Augmented graph of the temperature-displacement curve.
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4.4 Model 4: Door model
After analysing a single steel plate and two plates connected it is going to be developed
the Door model, which is compose by 6 steel plates. The plates are connected between
them and its disposition resembles to a close steel box. There are two main plates
at the front, two at the sides, one at top and one at the bottom. Its geometric
characteristics are shown in Figure 5.2 and the 3D view of the Door is shown in
Figure 5.1.
Figure 4.32 Geometric characteristics of the Door model, all the measures are in meters.
Thickness of the plates equal to 1 mm.




In reality, the steel plates that made the Door model are welded between them. For
this reason the model developed in this section will have fix joints between the plates,
to reproduce the behavior of a weld connection. This was modelled using the extrusion
tool in the Part module of Abaqus, which allows to add plates to an existing plate by
connecting one of their edges. This connection fully connects the degrees of freedom
of one edge to the other and does not allow rotation between the plates.
4.4.1 Eigenvalue analysis
The Eigenvalue analysis to obtain the critical load and the critical temperature is
performed. First it is going to be analysed the mechanical load case. A distributed
mechanical load is going to be applied along one of the edges of the main plate. The
boundary conditions will only be applied to one of the main plates in a way that it
is simply supported. In Figure 4.34 the buckling modes are shown.
Figure 4.34 Model 1: Eigenvalue analysis results of the door under mechanical load.
For the thermal load case the same boundary conditions will be applied to one of
the main plates and the temperature field will be acting in the same plate. The
distribution of temperatures will follow the Standard fire curve. The Eigenmodes are
shown in Figure 4.35.
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Figure 4.35 Model 1: Eigenvalue analysis results of the door under thermal load.
The buckling load and the critical temperature results have been registered in Table
4.8.
Abaqus results Eigenvalue 1 Eigenvalue 2 Eigenvalue 3
Pcr 0.509 0.777 1.319 kN
∆Tcr 0.068 0.084 0.143 ºC
TF 20.068 20.084 20.143 ºC
Table 4.8 Results obtained in Abaqus for the Eigenvalue analysis of the door, Model 1.
4.4.2 Post-buckling analysis
After analysing the buckling modes of the door a post-buckling analysis is performed.
Two load states will be applied, as before, the first one will be a distributed mechan-
ical load along one of the edges of the plate and the other one a temperature field
applied to the surface of one of the main plates. The temperature field will follow the
Standard fire curve.
Analysing the behavior of the door under the action of a mechanical load along one
of its edges, it has been plotted the temperature-displacement curve, Figure 4.36.
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Figure 4.36 Out of plane displacement versus mechanical load applied at the door model.
In Figure 4.37 the out of plane displacement is shown.
Figure 4.37 From left to right: Out of plane displacement at 0.12 kN and at 0.43 kN.
Now, the temperature field is applied to the door to study its post-buckling behavior.
Figure 4.38 From left to right: Out of plane displacement at 20.05º, at 20.01ºC and
20.6ºC
The temperature-displacement curve for the middle point of the plate has been plotted
in Figure 4.39.
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4.5 Influence of boundary conditions
The expected mechanical behavior of a fire-resistance door was similar to the one
observed in Section 4.3, but this is not accurate because the sides and the top and
bottom plates that conform a real door are missing and, consequently, the stiffness
that they add to the Door model. However, when these plates are add to the model
the behavior changes from a simply supported plate at top and bottom to a clamped
plate on all sides, the reason is that the rigidity of the side plates is too big. So,
when the temperature field is add to the door the deformation and behavior is similar
to a clamped plate, this can be observed comparing the Eigenvalue analysis of both
models. In Figure 4.40 the Eigenmodes of a clamped plate are shown.
Figure 4.40 Eigenvalue analysis of a clamped plate on all its sides under thermal loading
and the geometric characteristics of the door.
As it can be observed the first two eigenmodes have the same shape as in the Door
model, Figure 4.35, but in the third one it changes. This could be due to the rigidity
effect of the sides and the rigidity that the second plate provides to the Door model.
In order to check if the behavior of the door was correct and close to reality its
deformation was compared to the results from another investigation. In Figure 4.41
is shown the deformation of a pedestrian fire-resistance door under thermal load,
extracted from ”Diseño y simulación de una puerta cortafuego peatonal batiente de
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simple hoja” [20]. The deformation shape is similar to the one obtained in the post-
buckling analysis of Door model. The out of plane displacement pattern resembles
circular like in the clamped plate case. In addition, if we compare this deformation
pattern with the simply supported plate, the deformation is different because in the
simply supported is horizontal not circular.
Figure 4.41 Deformation of a pedestrian fire-resistance door after 3600 seconds, on the
left the expose side to fire and on the right the unexpose side. Extracted from ”Diseño y
simulación de una puerta cortafuego peatonal batiente de simple hoja”, [20].
In the Door model developed before its also been affected by the rigidity of the weld
connections, because for Abaqus it is a perfect weld connection that does not allow
relative rotation between the joint plates. This could be far from reality because this
type of connection are not perfect and allow some relative rotation between the plates.
This could affect to the behavior of the model.
4.6 Coupled model
Now the coupled analysis will be studied. It will be performed two types of anal-
ysis, the first one will be a statically incremental analysis with a temperature field
obtained from the thermal analysis performed in the brother-project [5]. The second
analysis will be a coupled analysis with the mechanical boundary conditions and the
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thermal boundary conditions all together, the fire curve will be the standard fire curve.
A single steel plate will be studied with a thickness of 10 mm and the same di-
mensions of the door, 2.8x2.8 meters. The objective of this section is to check that
using thermal data in a mechanical analysis and performing a coupled analysis would
give the same results. For this reason it was chosen a thicker plate, to ensure that the
analysis is run perfectly and it does not abort. This is possible because the thermal
data of this plate is available.
It has been performed the coupled analysis and the mechanical analysis with the
thermal model fire curves and the results obtained are shown in Figure 4.42 and Fig-
ure 4.43.
It can be observed that both models are analogue and the results are practically
the same. So, it can be conclude that instead of performing two types of analysis,
first a thermal analysis and then a mechanical analysis, a single one way coupled
model can be used.
Figure 4.42 Temperature versus time.
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In this Chapter the Final Model of the door is going to be explained and analysed,
justifying all the decisions and assumptions made to reach this solution.
5.1 Model description
The start point of the final model is the door model described in Chapter 4, which
represents the external structure of a fire-resistance steel door. In this Thesis, no
connectors will be modelled so the mechanical resistance of the structure will be
provided by the external structure. As it was explained before, this implies a low
buckling load and a low critical temperature due to the small thickness of the plates
that conform the door and the lack of middle connections between the two frontal
plates.
Figure 5.1 Left: 3D of the Door model. Rigth: 3D of the components of the Door model.
In both models plasticity will be implemented and all the material properties will be
time dependent, affecting to the Young modulus, the yield limit and the coefficient
of thermal expansion. However, due to the small load at which the instability starts
this time dependency would not affect to the system.
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Figure 5.2 Geometric characteristics of the Door model used in Chapter 4, all the
measures are in meters. Thickness of the plates equal to 1 mm.
Two cases will be studied with different boundary conditions. First, a brief descrip-
tion of the door functionality will be given. It is a sliding door with rails, located at
top and bottom, in only one of the sides. When the door is closed one of the sides is
in direct contact with the side frame and the rest of the door is in contact with the
walls. When the door is open it rolls through the rails sliding behind a wall, that is
located really close to one of the front door plates but without touching it. So, the
first case will consider a steel door simply supported at top and bottom due to the
action of the rials. The second case will assume that the door is close and the sides
are restricted by the frame and the walls, so it would be simply supported at top and
bottom and restrained on the sides.
Lastly, a simplify model with connectors would be modelled in order to compare
the results obtained on the other two models. However, this model would be really
simple and no further investigation would be developed being one of the reasons the
fact that there is not a Thermal model of this components. The purpose of this model
is to observed the increase on the stiffness of the door when the two front plates are




The properties of the material used were explained before in Chapter 2, Section 2.4.
All the properties would be time-dependent and the plasticity curve followed will be
perfectly plastic, as it was explained before.
Figure 5.3 Stress-strain curve degradation due to temperature increase, according to
Eurocode-3 [9].
Regarding the Young modulus degradation it would be used the Kristian Dahl Hertz
curve related to the 0.2% stress degradation, explained in the course 11023 Structural
Fire Safety Design at DTU, Technical University of Denmark. This curve is similar




Figure 5.4 Young modulus degradation due to fire exposure of the material.
The Poisson’s ratio will remain the same for all temperatures, 0.3, and the coefficient
of thermal expansion will follow the temperature variation given by Eurcode-3, [9].




The analysis of the final model can be divided in two cases, as it was explained before.
In the first one the top and bottom of one of the front plates will be simply supported,
as a representation of the open door supported by the rails, and the second model
will be simply supported at top and bottom of one of the plates and restricted on the
sides, to represent the effect of the side walls when the door is close.
Two types of analysis could be performed, a coupled analysis or a statically incre-
mental analysis using as an input the temperature distribution obtained with the
processing of a thermal model. In this case this model was ran by Ainara Sofía
Franco Vergara in her Thesis, Numerical model of the thermal behaviour of steel
doors in fire. In Chapter 4 it was compared both type of analysis and it was con-
clude that they are analogue and it was equivalent to use the coupled analysis or the
statically incremental analysis with the thermal analysis results. For this reason, it
was decided to use the second option and the statically incremental analysis was used
with the thermal model results.
Figure 5.6 Detail of the mesh in the cross section of the door.
The temperature distributions used have been extracted from five points of the Ther-
mal model. Two of them are located one in the expose surface and one in the unex-
posed. The other three are based in the cross section. For this reason the mesh has
to be thin enough to provide two points in the cross section. For this reason, in both
cases the mesh is compose by quad elements of 0.02 meters length. The whole door
has the same mesh even though it could be a wider mesh in the front panel and a
thinner mesh on the sides. The main reason is that square elements provides better
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solution than rectangular elements in FEM modelling. The mesh will have 140x140
elements on the front panels and 4x140 on the sides. The type of element used is the
same as in Chapter 4, conventional shell element with full integration, S4.
The temperature distributions used are shown in Figure 5.7 for the exposed side,
Figure 5.8 for the unexposed side and Figure 5.9 for the cross-section points.
Figure 5.7 Exposed side temperature distribution obtained from the Thermal Model.
Figure 5.8 Unexposed side temperature distribution obtained from the Thermal Model.
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Figure 5.9 Cross-section side temperature distribution obtained from the Thermal
Model.
Regarding the initial imperfection, there are several ways of introducing it. One of
them is to add an imperfection factor to the first eigenmode, then the imperfection
will followed a sinus shape and will have the same shape as the first eigenmode. The
maximum imperfection will be located in the middle of the loaded frontal plate.
Figure 5.10 Initial load method to introduce the initial imperfection in the model.
However, this way is really optimal for simpler structures like a beam or a single
83
5 Final Model
plate but for this case some irregularities appear when this method was used. For
this reason the imperfection was introduced by applying in a preliminary step a small
distributed load along the middle of the loaded frontal plate, Figure 5.10.
This load has to be small enough to produce a small initial imperfection of the model.
The imperfection value and the initial load applied was calibrated in order to obtain
the best results. The maximum initial deflection is located in the middle of the plate
and it has a value of 0.1 mm, which is equivalent to 10% of the thickness of the plates.
5.3 Model 1: Simply supported at top and bottom
This first final model has the same geometrical properties and boundary conditions
of Model 4, from Chapter 4. The door will be simply supported at top and bottom
in only one of the frontal plates, this restrictions will simulate the effect of the rails
of the door.
Figure 5.11 Boundary conditions of the first final model analysed.
Two different analysis will be performed, one Eigenvalue analysis to find the critical
temperature at which the system buckles and a statically incremental analysis to
study the post-buckling behavior.
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5.3.1 Eigenvalue analysis
The Eigenvalue analysis was ran for the model explained before. In this analysis the
first three buckling modes were calculated obtaining the critical temperature at which
the system starts buckling and the mode shapes.
Figure 5.12 Eigenmodes of the loaded frontal plate, frontal view.
In Figure 5.12 and 5.13 the first three mode shapes are shown. The only plate that
will buckle is the one that have the boundary conditions and the temperature field
acting. So, the rest of the structure does not buckle.
Figure 5.13 Eigenmodes of the loaded frontal plate, side view.
In Table 5.1 the critical temperature obtained is displayed. As it can be observed,
the buckling temperature is the same as in Model 4 in Chapter 4. The buckling
temperature is so low because the two frontal plates are not connected so they do not
behave as a whole. However, the sides provide stiffness to the system and connect
the external sides of the two main plates. For this reason, the critical temperature is
higher than in Model 1 in Chapter 4, where a single steel plate was analysed.
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Abaqus results Eigenvalue 1 Eigenvalue 2 Eigenvalue 3
∆Tcr 0.068 0.084 0.143 ºC
TF 20.068 20.084 20.143 ºC
Table 5.1 Eigenvalue analysis results: critical temperature of the first three eigenmodes.
5.3.2 Post-buckling
The post-buckling analysis is going to be performed using the statically incremental
analysis. In this analysis, the temperature data of the different nodes extracted from
the thermal model [5] are going to be used. First, the initial imperfection is add to
the system by using a small distributed load in the middle of the frontal plate, as it
was explained before. This initial deformation can be observed in Figure 5.14, it has
the same shape as the first eigenmode and the maximum displacement it is located
in the middle with a value of 0.15 mm.
Figure 5.14 Initial imperfection on the frontal steel door, exposed side.
Then, the analysis is ran. In Figure 5.15 it can be seen the deformation process fol-
lowed on the exposed side while in Figure 5.16 it can be seen the unexposed side.
At first the deformation on the exposed side follows the first eigenvalue mode shape,
but when the critical buckling temperature is surpassed the behaviour changes. This
change is related with how the thermal load acts. Because, the stresses produce by
the thermal load moves with the displacement of the plate while a mechanical dis-
tributed load would remain vertical. Also the influence of the boundary conditions
and the rigidity of the sides plates influence this behavior.
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Figure 5.15 Deformation process of the exposed side during the statically incremental
analysis. The temperatures goes from 20ºC till 20.4ºC.
In the unexposed side the deformation starts later because according to the fire curve
introduce into the unexposed side, it takes more time to be heated. However, due to
the small buckling temperature the unexposed side does not experience more than
20ºC during this analysis before it aborts. So, the deformation observed is effect of
the sides deformation due to the action of the exposed side increase on temperature.
Figure 5.16 Deformation process of the unexposed side during the statically incremental
analysis. The temperatures goes from 20.06ºC till 20.4ºC.
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In Figure 5.17 the deformation of the door observed from the side is shown, the scale
has been augmented x25. The maximum deformation is located in the middle of the
plate with a value of 0.751 centimeters.
Figure 5.17 Out of plane deformation of the door at 20.44ºC. Scale augmented x25.
In Figure 5.18 the temperature-displacement curve has been plotted for the middle
point of the exposed plate.
Figure 5.18 Temperature-displacement curve of the exposed side.
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5.4 Model 2: Simply supported at top and bottom
and restrained on the sides
This model have the same geometric properties than the previous one but the bound-
ary conditions are different. First of all, in order to understand the decisions made
regarding the support conditions of the door it is necessary to have in mind Section
2.2, where it was briefly explained the mechanism of the sliding steel door.
Figure 5.19 Industrial sliding fire resistance steel door. Picture extracted from Samson
doors official website [6]
In Figure 5.19 a industrial steel door is shown, it can be seen that the right side of
the door fits in the frame when its close. But, the left side would not be in contact
with the frame along all its surface. However, the left side edge and the top border of
the panel would be in contact with the frame and the wall behind the door, when its
close, and this would restrict its horizontal movement. The boundary conditions are
shown in Figure 5.21 and in Figure 5.20 a sketch of the door configuration is shown
to fully understand the boundary conditions decision.
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Figure 5.20 Sketch of the door configuration, based in Figure 5.19.
Figure 5.21 Boundary condition of the door model.
5.4.1 Eigenvalue analysis
The Eigenvalue analysis is performed and the first three eigenmodes are shown in
Figure 5.22 and 5.23. The shape of the first two eigenmodes is the same as in the
previous case. However, the third mode shape is different due to the influence of
the restrained side at the right of the plate. The critical temperature is registered in
Table 5.2 and its values are slightly lower than in the previous case.
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Figure 5.22 Eigenmodes of the loaded frontal plate, frontal view.
Figure 5.23 Eigenmodes of the loaded frontal plate, side view.
Abaqus results Eigenvalue 1 Eigenvalue 2 Eigenvalue 3
∆Tcr 0.050 0.073 0.111 ºC
TF 20.050 20.073 20.111 ºC
Table 5.2 Eigenvalue analysis results: critical temperature of the first three eigenmodes.
5.4.2 Post-buckling
Now, the post-buckling behaviour is studied. The initial imperfection is introduced
as it was explained before, adding a small distributed load along the middle of the
loaded plate. In figure 5.24 is shown the initial deformation and the maximum value
is located in the center of the plate, being equal to 0.15 mm.
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Figure 5.24 Initial imperfection of the frontal steel door, exposed side.
Then the analysis was ran and the deformation process from 20ºC till 20.89ºC is
registered in Figure 5.25. It can be observed that the initial deformation is equal to the
one obtained for the first Eigenvalue, but as the temperature increase and surpasses
the buckling temperature this shape changes. The deformation grows towards the
restricted edges, simply supported, because the thermal expansion is not allowed
there thus the stresses are bigger.
Figure 5.25 Deformation process of the exposed side during the statically incremental
analysis. The temperatures goes from 20ºC till 20.89ºC.
In Figure 5.26 the side view of the door deformation is shown at 20.89ºC, with a
augmented scale of x10. The maximum deformation registered is located at left side
of the door with a maximum deformation of 2.08 centimeters.
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Figure 5.26 Out of plane deformation of the door at 20.89ºC. Scale augmented x10.
Then the temperature-displacement curve is plotted in Figure 5.27. At first sight,
this graph look different than the previous model, but if the initial part of the curve
is expanded it can be seen that that is not accurate. The start of the curve is not
vertical it has a small slope but it is so small that in the global graph it cannot
be noticed. This could be because of the different boundary conditions between the
previous model and this model.
Figure 5.27 Temperature-displacement curve of the exposed side.
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Figure 5.28 Expanded temperature-displacement curve of the exposed side.
5.5 Model with connectors between plates
As an extra of this chapter it would be developed a model with intermediate connec-
tors between the two frontal plates. The objective of this section is to shown how
connecting the two frontal plates provides a higher structural resistance for fire situ-
ations.
For this task the geometrical properties, boundary conditions and load state of the
first model analysed on this Chapter are going to be used. Then, connectors along the
surface of the frontal plate are going to be add to the model. The aim of the model is
to show the increase in resistance as the two plates are more connected, not to show a
real model of a door. In reality, a door design cannot have a lot of connectors because
they are a thermal bridge between the exposed side and the unexposed side and this
can be counterproductive for the door’s resistance. So, in reality the disposition of
the connectors is a real problem and a balance has to be reached between the increase
of mechanical resistance and the influence of thermal bridges in the model.
Only an eigenvalue analysis would be developed for this study, the post-buckling
behaviour is not going to be studied. The connectors would be place every 0.2 me-
ters, so the total number used is 169. First a non rigid type of connectors would be
used, a link connector which only merge the movement of the master surface to the
slave surface. The second type of connectors used would be weld connection, which
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approaches more to the real type of connections used in this type of structures. Be-
sides connecting the movement of the two surface it also gives rigidity to the structure.
To know more about the connectors used, in Chapter 3, Section 3.3 its characteristics
are explained.
Figure 5.29 Connectors disposition in the frontal plate.
In Figure 5.30 the first three buckling mode shapes and the critical buckling temper-
atures are shown. As it can be seen the critical temperature value has been increased
from 20.068ºC to 20.14ºC. This increase it is not really big, but one of the reason




Figure 5.30 Eigenvalue analysis results for the model with link connectors.
Then, weld connections were used in the model. This type provide rigidity and
connects all the degrees of freedom between the master surface and the slave surface.
The results are shown in Figure 5.31 where it can be seen the increase in temperature
for the first eigenmode from 20.068ºC till 58ºC.
Figure 5.31 Eigenvalue analysis results for the model with weld connectors.
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As it can be seen connecting the two main plates between them provides extra rigidity
to the system. However, it is important to choose well how many connectors and
were to locate them in order to provide the maximum rigidity and not add too much
thermal bridges. Another possibility instead of connectors could be to use inside
stiffeners, they would provide more resistance and for a door of this dimensions they
could be a better solution. However, the mode shape of the buckling modes can







This Thesis was written to develop a mechanical model that represents the behaviour
of a wide sliding fire-resistance steel door. As it is established in Fire Test Procedures
Code (FTP code) of the International Maritime Organization (IMO)[1], when a fire
door is larger than those which can be accommodated in the standard specimen size
(2.4x2.5 m) two alternatives can be followed to approve the door, accommodate it
into a larger test furnace or use the procedure established in the code for evaluation
of the fire performance.
Accommodating the door into a larger furnace can be a challenging and expensive
task, for this reason applying the method established can be a good alternative for
the industry. The methodology used to extrapolate the fire test results include three
steps:
• Perform a standard fire test to a specimen to obtain reference temperature and
structural displacement. This specimen could be a door already certified which
has an identical design to the door that wants to be a study or a specially-built
specimen where FEM modelling is performed to extrapolate the results from
the tested door to the bigger size door.
• Perform a FEM analysis of the door to calibrate the thermal and mechanical
boundary conditions.
• Perform a FEM analysis of the door using the model calibrated assuming the
differences in geometry and dimensions between the real door and the specimen
door does nos significantly influence the results.
As a summary, performing a FEM analysis that represents the real behaviour of the
steel door can be useful for the industry, for this reason, the objective of this thesis
was to develop a FEM model that approaches to a big dimension door model. How-
ever, no analytical data was available, and the ideal situation would be to have a real
6 Conclusion
door design to develop a FEM model that can be compared with the fire-test results
of an equivalent door.
So, this Thesis have its limitations and, after all the modelling process followed sev-
eral conclusions were made regarding the door model and the behaviour observed.
First of all, the external structure of the steel door by itself does not provide a lot
of mechanical resistance against buckling. When the frontal plates are not connected
the buckling load approaches more to the buckling load of single steel plate than the
whole door acting as a set. For this reason, it is important to have connectors or stiff-
eners that connect the two frontal plates that conform the door to provide enough
stiffness to the model.
A proper definition of the boundary conditions is fundamental to analyse the be-
haviour of the door and approach it to its real performance.
For this type of steel doors, the common failure mechanism is buckling so the cal-
culus and analysis should be focus on this topic. Especially when the width and
the height of the door are bigger than a pedestrian door because as the slenderness
augment the buckling load gets lower.
After testing different analysis, it was found that the Riks analysis in Abaqus is
the best one to analysed the post-buckling behaviour of structures. However, this
analysis has its limitations when a temperature field that follows the standard fire
curve wants to be introduced in the model. Because this analysis only processes linear
temperature fields.
Regarding the merge of the thermal model and the mechanical model, it was found
that running a one way coupled analysis in Abaqus provides as good results as the
models merged. So, this could be useful because instead of running two analysis only
one can be processed. This can save a lot of work because the meshing compatibilities




In this Thesis, several studies of the material behaviour under fire were performed
and several models were developed to ensure the validation of the final model. The
objective was to understand the behaviour, validate the model and developed a simple
final model of the steel door. For this reason, there is a lot of improvements that can
be made to expand the investigation in a way that approaches it to a more realistic
model.
First of all, only the external steel structure was modelled so one of the improve-
ments could be to add the frame, the sliding mechanism and the walls that surround
the door. It is also possible to model the mineral wool that goes inside the door, but
this would not provide a lot of improvement because it does not add stiffness to the
system. However, the internal stiffeners could be added. It could also be possible to
model the door with the stiffeners and developed a model that runs a coupled model,
on this way it would not be necessary to run first a thermal analysis and then add
the results to the mechanical model. A single analysis could be made instead of two,
as it was shown in one of the chapters of this thesis.
Another interesting study that can be developed is how the stiffness of the weld
joints that merge the steel structure of the door could be affected by the heat in-
crease and how it would affect to the global behaviour of the door.
Also, a study of the influence of the stiffeners on the door deformation could be
an interesting aspect to develop. Because adding stiffeners will add stiffness and re-
sistance to the system due to the connection between the front plates. However, this
connection transmits the heat from one plate to the other faster than the insulation.
This is a real problem and the equilibrium between the stiffness increment and the
heat transfer is the key to a good fire-resistance design of the door.
Lastly, if some experimental data of an equivalent door can be obtained the FEM
model could be compared to it and made the proper modification to approach it to







In this section, it is going to be modelled in ABAQUS a steel beam with specific
boundary conditions and load distribution. The objective is to perform a statically
incremental analysis to study the behaviour of the beam. This results will be com-
pared with the analytical solution of the problem to calibrate and validate the model.
First, only the elastic properties of the material will be included and afterwards, in
the second analysis, the plastic properties will be added.
It will be analysed a double clamped steel beam which has a punctual load acting
close to the support A.
Figure A.1 Case analysed: Double clamped beam with a punctual load.
The material used is structural steel S355 and the cross-section is rectangular, with
a total eight of 50 cm and a width of 30 cm.
A.2 Analytical solution
It is going to be carried an elastic and plastic analysis. The objective is to find the
load at which the plastic hinges start developing and the final load where the system
collapse. Due to its characteristics, boundary conditions, the beam will develop three
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plastic hinges before failure, due to its grade of hyperstaticity, grade 3.
The moment diagram obtained from the elastic analysis is shown in the Figure A.2,
where the maximum moment takes place at support A.
Figure A.2 Moment distribution.
The maximum elastic moment that the beam can support before failure (Mel) is cal-





Mel = Welfyd = 4437.5kNm (A.2)
The plastic moment can be obtained stating that it will take place when the section
reaches its yielding limit (fyd), which for steel S355 is 355 MPa.
Wpl = Atractionz + Acompressionůz = 0.01875m3 (A.3)
Mpl = Wplfyd = 6638.5kNm (A.4)
The ultimate plastic moment has a greater value than the elastic one due to the
plastic reserve of the beam. When the beam reaches its yielding point in the elastic
analysis the ultimate bending load is reached, however in plastic analysis the load
can still be increased.
In the plastic analysis, the first plastic hinge appears when a section of the beam
starts yielding, after that the load still increases until another section of the element
yields, and another hinge appears. The last plastic hinge can be found following the
same procedure, increasing the load until a third section of the beam starts yield-
ing. In the plastic hinge theory it is assumed that when the section yields it yields
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completely, but in reality, is a step by step process where the yielding value is first
reached by the external fibres and then it arrives at deeper layers of the cross-section.
The first plastic hinge will appear where the moment is greater which is in point
A. Then, when the plastic moment is reached the load will be re-distributed and the
boundary conditions will change. Due to this fact, the new moment diagram can be
calculated as in elastic analysis having into account the new conditions.
Figure A.3 From top to bottom: Moment diagram, appearance of the first Plastic Hinge
and load redistribution after the hinge appearance.
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Figure A.4 From top to bottom: Moment diagram when two points of the beam yield
(two plastic hinges), appearance of the second Plastic Hinge and load redistribution after
the hinge appearance.
Figure A.5 From top to bottom: Moment diagram when three points of the beam yield
(three plastic hinges) and appearance of the third Plastic Hinge.
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When the three plastic hinges appear, the system will collapse. The loads and the
vertical displacement obtained for each one of the plastic hinges are showed in Table
A.1.




Table A.1 Load condition at which the Plastic hinges appear and their corresponding
vertical displacement.
The analytical values for the length of the three plastic hinges have been calculated
in Equation A.5, A.6 and A.7. The first one has a length of 0.33 meters, the second

















L2 = L1 + L3 = 1.1m (A.7)
A.3 Abaqus modelling
The material characteristics are defined at the beginning of the model. For this case,
it was characterized by the Young Modulus and Poisson’s ratio (Elastic properties)
and the stress-strain curve of the material (Plastic properties). In this Exercise, no
hardening was considered for the stress-strain curve so the material behaviour can be
considered as perfectly plastic. Their value can be observed in Figure A.6.
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Figure A.6 Material editing tab in Abaqus.
The type of element used for meshing the beam is B22, which is a 3-node quadratic
element. This element has more computation weight than other elements, but for this
case, it gives more accurate results. This element is also known as Timoshenko beams
and it is suitable for modelling slender and non-slender beams. The cross-sections
of these elements behave in the same manner as the cross-sections of the thick shell
elements.
Figure A.7 Type of beam elements in Abaqus.
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Then the load is applied to the beam step by step until collapsed occurs. The defor-
mation, stresses and strains are recorded for each time step, allowing to develop the
load-deformation curve for the element. This curve is compared with the one obtained
with the analytical analysis, checking if the plastic hinges develop at the same loading.
The main difference between the analytical procedure and Abaqus, for the plastic
analysis, is that the hinge-theory is considered in the hand-calculations. This means
that, when the yielding occurs, the plastic hinge will be located in one unique point
instead of having a length, as it happens in Abaqus.
It is also important to consider that Abaqus accuracy is also affected by the number
of integration points of the section that are considered in the analysis. The integra-
tion points are the locations of the section where the stresses are calculated, if the
number of points is insufficient or excessive, the yielding stress results would not be
correct.
Figure A.8 Default integration points in Abaqus, Simpson points.
The default number of integration points are five and, after the analysis, it was proven
as an insufficient number because the analytical solution results were far from the
values obtained.
The way of changing the integration points in the program is editing the keyword,
where you can get access clicking with the right button of your mouse in the Model
tab and selecting Edit Keywords.
In the keywords tab, the number of integration points has to be added in the third line
under *Beam Section, material=”S355 structural steel”. To gather the results of the
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Mises stresses, it has to be written under *Output, history, variable=PRESELECT
the following lines: *EL PRINT, the number of integration points, MISES.
Figure A.9 Procedure followed to change the number of integration points, in this case
it was chosen 31 points.
A.4 Analysis of results
A.4.1 Calibration and validation
The default number of integration points are five and, after the analysis, it was proven
as an insufficient number because the analytical solution was far from the values ob-
tained.
The number of integration points was increased and the model was calibrated by
augmenting the number of points in the section until the solution converges. The
convergence was found for 31 integration points, as it can be observed in Figure A.10
and Figure A.11.
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Figure A.10 Load versus displacement for different number of integration points.
Figure A.11 Load versus number of integration points.All the values corresponds to an
specific deformation of the graph represented in A.11, 0.04m
Now the model has been calibrated, the next step is to validate it with the Analytical
solution. The results obtained for 31 integration points were compared with the
analytical results, Table A.2 and Table A.3.
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Table A.2 Load condition at which the plastic hinges appear. Validation between Abaqus
solution and the analytical solution.




Table A.3 Vertical displacement produce due to the plastic hinges appearance. Valida-
tion between Abaqus solution and the analytical solution.
The results obtained with the Abaqus model are really close to the ones obtained
analytically, so it can be said that this difference is acceptable and the model can be
validated. The deformation values are higher due to the type of element chosen, B22,
which takes into account the shear deformation (Timoshenko theory).
The type of element chosen gives higher deformation than, for example, element
B23 which is also known as the Euler Bernoulli beam element. The Euler-Bernoulli
element would provide closer results between the analytical solution and the Abaqus
results for the vertical deformation. However, for this case, B22 was also adequate and
its theory has fewer simplifications because it takes into account the shear flexibility
of the section. Usually, when B23 and B22 are both adequate to solve a problem the
element chose is the one with less computational weight, which is B23. But for this
problem, it was considered interesting to use B22 because due to the beam character-
istics the computational time needed to process B22 is practically the same than B23.
The increase in the number of integration points gives a better approximation to
the plastic behaviour of the section, as it can be seen in Figure A.12, where the stress
in the section is represented when the plastic hinge is fully developed. It is noticed
that, as the number of integration points increases the stress diagram gets closer to
a perfect plastic stress distribution. The yielding starts in the external fibres of the
beam and as the load increase, the yielding goes deeper in the cross-section.
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Figure A.12 Stress distribution in the cross-section for the first plastic hinge. Number
of integration points used: 31.
The deformation of the model directly depends on the number of elements of the
mesh. If the mesh is denser, then the results are more accurate to the real behaviour.
For this reason, the mesh is going to be calibrated, Figure A.13, A.14 and A.15. In
the graph, it is shown how the length of the plastic hinge changes depending on how
many elements the mesh has. The value tends to an asymptotic value as the number
of elements increase. The result converges for a mesh of 70 elements.




Figure A.14 Variation of the Second plastic hinge length depending of the mesh dis-
cretization.
Figure A.15 Variation of the Third plastic hinge length depending of the mesh discretiza-
tion.
The analytical values for the three Plastic hinges length have been calculated in
Section A.2 and its values are sum up in Table A.4.
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Table A.4 Analytical solution obtained for the length of the different plastic hinges.
The validation of these results is shown in Table A.5, where the different values of
the hinge length for the different number of mesh elements have been compared with
the analytical results, showing the error between them. The error decreases as the









7 1 2.03 1 0.09 0.5 0.4
14 0.5 0.52 1 0.09 0.5 0.4
28 0.5 0.52 1 0.09 0.5 0.4
70 0.4 0.21 1.2 0.09 0.8 0.04
140 0.35 0.06 1.2 0.09 0.8 0.04
280 0.35 0.06 1.2 0.09 0.8 0.04







This exercise is going to be divided in two different cases, the first one is simple sup-
ported steel beam with a roller and the second one is a simple supported beam with
the horizontal displacement restricted.
The loads applied are a constant temperature field and a punctual load at mid span.
B.0.1 Case 1: Simple supported beam with a roller support.
The boundary conditions and the load characteristics of the beam analysed are rep-
resented in Figure B.1.
Figure B.1 Simple supported beam with a roller support.
The punctual load P has a value of 100 KN for the first part of the analysis, when
the Non linear geometry (large displacement theory) is considered the load will be
increase until 1000 KN. This increase is necessary to appreciate this effect.
B Temperature dependent data
Regarding the temperature field, the standard fire curve ISO 834 is going to be
implemented in the model. So, the temperature will increase through time following
this fire curve, Equation B.1 and Figure B.2.
Figure B.2 Standard fire curve, ISO 834.
T = To + 345 log(8t + 1) (B.1)
The maximum temperature reached will correspond to 100 minutes of fire, T100 =
1021.75C.
B.0.1.1 Elastic analysis
The elastic and expansion properties of the material are specified in the material defini-
tion tab. The Young modulus and the Poisson ratio are established in Mechanical>Elasticity
>Elastic and the thermal expansion coefficient in Mechanical>Elasticity>Expansion.
The coefficient of linear thermal expansion (α) of steel followed a temperature depen-
dence linear distribution, with the initial (1.22E−5 ºC−1) and final values (1.51E−5
ºC−1) extracted from EC-3.
Firstly, it is going to be analysed the behaviour of the beam when the tempera-
ture field is acting; secondly, the distributed load will be introduced and lastly, the
temperature field and the load will be acting at the same time.
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The results obtained for the three steps will be analysed and compared, being the last
step results the sum of the previous ones (superposition). The Abaqus model used
was validated comparing the values obtained with the analytical solution, checking
that the results were practically the same (small error).
Temperature Bending Temperature &bending
Analytical
solution
Ray 0 50 50 50 kN
Rby 0 50 50 50 kN
Mmax 0 -250 -250 250 kN·m
Mmin 0 0 0 0 kN·m
Va 0 -50 -50 -50 kN
Vb 0 50 50 50 kN
Uhorizontal 0.12 0 0.12 0.12 m
Uvertical 0 0.00317 0.00317 0.00317 m
Table B.1 Results for the three different cases for the Elastic analysis: Temperature,
bending and temperature plus bending.
The analytical solution for the reactions (Ray, Rby) and forces (Mmax, Mmin, Va, Vb)
in the system were determined by equilibrium of forces. The thermal expansion was




The reference temperature of the air surrounding the beam is 20ºC, the temperature
of the steel beam is 600ºC and the length equal to 10 m. This formulation gives the
value for ΔL, which represents the displacement (expansion) in 1-axis (U1).
The deflection due to the action of the punctual load was determined with internal






Then the material degradation due to the increase of temperature was implemented
in the material properties.
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According to EC-3, the degradation slope followed by the material depends of the
reduction factor for stress-strain relationship of carbon steel at elevated temperatures.
It can be observed that the degradation does not influence the first case, because its
effects does not affect to expansion of the material in the horizontal direction when
the movement is allowed. In Case 2, the results are the same as the previous exercise
because no thermal field was introduced. However, the effect of the degradation can
be noticed in Case 3, where the temperature field and the distributed load are applied.
Then due to the lower value of E and the corresponding reduction in stiffness of the
material, the vertical displacement (Uvertical) is higher than the one obtained without
degradation.
The value corresponding to E for 1021.75ºC is 8.4E6 KPa.
Temperature Bending Temperature &bending
Analytical
solution
Ray 0 50 50 50 kN
Rby 0 50 50 50 kN
Mmax 0 -250 -250 250 kN·m
Mmin 0 0 0 0 kN·m
Va 0 -50 -50 -50 kN
Vb 0 50 50 50 kN
Uhorizontal 0.12 0 0.12 0.12 m
Uvertical 0 0.00317 0.0793 0.0793 m
Table B.2 Results for the three different cases with E degradation: Temperature, bending
and temperature plus bending.
B.0.1.3 Plastic analysis
Plasticity properties are going to be add to the model by editing the material prop-
erties of the steel S355, which yields at 355 Mpa. The plasticity is introduced in
the material characteristics, mechanical> plasticity>plastic, no hardening was con-
sidered.
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Figure B.3 Plastic tab in Abaqus, Editing the material.
It can be noticed that the reduction of the yielding point due to temperature variation
was also included in the plastic properties. As the temperature of the steel increases,
the yield strength decreases. This effect was represented in Figure ??.
The non linear geometry (large displacements theory) shall be considered now, in
order to approximate the behavior of the element as close as possible to reality. This
affects to the deformation of the beam because now the vertical and horizontal dis-
placement will be coupled, they will influenced each other.
However, the punctual load applied is not sufficient to appreciate this effect and
its value shall be increase. The new load is 1000 KN, which is sufficiently large to
appreciate the non linear geometry effect.
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When there is only one of the loads applied, the thermal load or the punctual load,
this effect cannot be appreciate because they only generates one direction displace-
ment, horizontal for the thermal load and vertical for the punctual load. For this
reason, the case where the thermal and the punctual load are applied at the same
time is the one that will be analysed.
The results obtained are compared with the ones when the non linear geometry is not
considered, Table B.3. The maximum temperature reached is approximately 820ºC
before the structure collapses due to yielding. All the results showed corresponds to
that final temperature and to a punctual load value of 260 KN.
With NLG Without NLG Analyticalsolution
Ray 130 130 130 kN
Rby 130 130 130 kN
Mmax 657.1 650 650 kN·m
Mmin 0 0 0 kN·m
Va -130 -130 -130 kN
Vb 130 130 130 kN
Uhorizontal 0.112 0.115 0.115 m
Uvertical 0.126 0.118 0.118 m
Table B.3 Comparission between the results with NLG, without NLG and the analytical
solution.
The vertical displacement is the same with NLG than without because both cases
takes into account the plastic behaviour of the material. However, the run-away
phenomenon only occur with NLG. This effects appears when the beam cannot carry
the load anymore due to the lost of stiffness. Then the roller support is ”pulled”
towards its initial position.For this reason the horizontal displacement is lower with
NLG than without.This effect is explained in Figure B.4.
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Figure B.4 Non-linear geometry effect.
This effect is shown in Figure B.5, B.6 and B.7. In all the graphs it has been plotted
the horizontal displacement of the roller versus the time. In the first one the Non
linearity is not considered, for this reason the beam keeps expanding until failure.
However, in the second and the third, the non linearity effect is taken into account.
Due to this fact, the pull off of the roller appears when the beam starts yielding, long
displacement theory.
Figure B.5 Roller displacement until failure, non linearity not considered.
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Figure B.6 Roller displacement until yielding, non linearity considered.
Figure B.7 Roller displacement , non linearity considered.
B.0.2 Case 2: Simple supported beam with horizontal
displacement restricted.
The boundary conditions changes respect the previous exercise, but the load case
is the same. The only change is that the support B restricts the movement in the
vertical and horizontal direction.
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Figure B.8 Simple supported beam with horizontal displacement restricted.
B.0.2.1 Elastic analysis
The procedure is the same as the one followed in Exercise 2.1. First, the temperature
field is applied, then the distributed load and finally both loads actuates in the beam
at the same time.
The main change in the results obtained are reflected in the support reaction forces.
Due to the restriction of horizontal displacement, when the temperature field is ap-
plied the expansion and the consequent displacement cannot occur. Instead of the
displacement a horizontal force appears, and its value is the equivalence of the dis-
placement that should take place when the horizontal degree of freedom is free.
On the other side, for Case 2, there are not changes in the results and, as it was
explained before, the values for Case 3 are the combination of the previous cases. All
this results are gathered in Table B.4
Temperature Bending Temperature &bending
Analytical
solution
Ray 0 50 50 50 kN
Rby 0 50 50 50 kN
Rax 25.7E4 0 25.7E4 25.7E4 kN
Rbx -25.7E4 0 -25.7E4 -25.7E4 kN
Mmax 0 -250 -250 250 kN·m
Mmin 0 0 0 0 kN·m
Va 0 -50 -50 -50 kN
Vb 0 50 50 50 kN
Uhorizontal 0 0 0 0 m
Uvertical 0 3.17E-3 3.17E-3 3.17E-3 m
Table B.4 Results for the three different cases for the Elastic analysis.
The analytical solution for the equivalent force in x-axis is determined using Equation
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Where ∆L is the expansion that should have take place if the horizontal movement
was allowed, A is the area of the cross section, E is the Young modulus and F is the
equivalent force.
B.0.2.2 Material degradation
Then, the material degradation properties where introduced in the previous model.
The influence of this reduction of stiffness reflects in the equivalent horizontal force
that appears in support B. The force is lower because the stiffness has been reduced.
Besides, in Case 3, the vertical displacement is also higher, as it was explained in the
previous section.
Temperature Bending Temperature &bending
Analytical
solution
Ray 0 50 50 50 kN
Rby 0 50 50 50 kN
Rax 7.9E4 0 7.9E4 7.9E4 kN
Rbx -7.9E4 0 -7.9E4 -7.9E4 kN
Mmax 0 -250 -250 250 kN·m
Mmin 0 0 0 0 kN·m
Va 0 -50 -50 -50 kN
Vb 0 50 50 50 kN
Uhorizontal 0 0 0 0 m
Uvertical 0 0.00317 0.01024 0.01024 m
Table B.5 Results for the three different cases with E degradation: Temperature, bending
and temperature plus bending.
B.0.2.3 Plastic analysis
The plasticity properties of the material and the Non linear geometry are going to
be implemented in the model. The process is analogue to the one followed in Section
4.1.3.
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At first, the load applied was the same as in the previous case, temperature field
equal to 600ºC and load of 1000 kN. But, when the plasticity was implemented in the
model and the temperature add the structure collapsed due to yielding. The lost in
stiffness and the decrease of the yielding point as temperature increases was enough
to make the system collapsed, forming a plastic hinge in mid span.
For this reason, the temperature was lowered in order to appreciate the effect of
plasticity plus non linear geometry in this system. The new temperature is 140ºC,
which lowers the stiffness and the yielding point but the values are really close to the
initial ones, E equal to 2.02E5 Mpa and the yielding point is still the same 355 MPa.
The punctual load keeps the same value as before, 1000 kN.
The results obtained are shown in Table B.6 and, as it can be noticed, the run-
away effect can also be appreciate in this case. However, due to the restriction of
movement in the horizontal direction, this effect is reflected in the decrease of the
horizontal force that appears as a reaction of the beam trying to expand (due to
temperature).
PLASTICITY + NLG
Temperature Bending Temperature &bending
Analytical
solution
Ray 0 500 500 500 kN
Rby 0 500 500 500 kN
Rax 5.26E4 0 1.742E4 5.51E4 kN
Rbx -5.26E4 0 -1.742E4 -5.51E4 kN
Mmax 0 2476 -5620 -500 kN·m
Mmin 0 0 0 500 kN·m
Va 0 -499 -1284 0 kN
Vb 0 499 1284 0.1024 kN
Uhorizontal 0 0 0 0 m
Uvertical 0 3.16E-2 0.1792 3.16E-3 m
Table B.6 Results for the simple supported beam with horizontal displacement restricted,
considering NLG and plasticity.









The buckling instability appears suddenly producing the collapse of a structural mem-
ber subjected to high compression load (axial load). The importance of this analysis
relays in the fact that the buckling load is lower than the maximum axial load a
structure can withstand before yielding. This instability affects slender structures
subjected to high axial load.
In this Appendix a 10 meters long steel column will be analysed. Four different
cases will be studied, two with concentrated elasticity and two with distributed elas-
ticity. The material and geometric characteristics of the structure will remain the
same while the boundary conditions will be changed for each case.
The total length of the column is 10 meters with a square cross section of 0.15 m
with. It is compose of structural steel, S355. For all the cases analysed, the material
degradation due to temperature effects will be not considered. In addition, the type
of elements used will employ Euler theory, no shear deformation will be taken into
account.
C.1.1 Abaqus modelling
In order to perform a buckling analysis in Abaqus it is necessary to carry out two
different procedures. The first one is an eigenvalue buckling analysis which estimates
the critical buckling load (bifurcation point). The second one is a post-buckling anal-
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ysis that calculates the unstable, geometrically nonlinear collapse of a structure, it
is also known as Riks analysis. However, the postbuckling analysis can also be per-
formed using the Statically Incremental analysis, which allows to add a temperature
field with a defined relation time-temperature, like the standard fire curve.
C.1.1.1 Eigenvalue buckling analysis
It is a linear analysis used to determine the critical buckling load of a structure. The
output is the value of the critical load for each eigenvalue and the mode shapes. From
this buckling mode shapes it can also be obtained the stresses and strains, however
these are perturbation values not absolute results. In order to calculate the real re-
sults, the post-buckling analysis must be performed.
Firstly, the geometry of the structure and the elastic properties of the material have
to be defined. Then, a new step will be created, Figure C.1: Create step > Procedure
type, Linear perturbation > Buckle. Then the number of eigenvalues requested is
chosen, in this case with the first three will be sufficient, Figure C.2. Each eigenvalue
result corresponds to the buckling mode shapes.
Lastly, the keyword will be modified in order to store the information related to
the eigenmodes for each node of the structure. This file will be used after, in the Riks
analysis to add an imperfection to the model. The lines have to be add at the end of
the file, where the output is defined, Figure C.3.
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Figure C.1 Create step in Abaqus: Buckle
Figure C.2 Edit Buckle step: number of eigenvalues.
Figure C.3 Keyword modification to store the eigenmodes information.
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C.1.1.2 Post-buckling analysis: Riks analysis/Statically Incremental analysis
Riks analysis
After obtaining the values of the critical loads Pcri and the different buckling mode
shapes, the post-buckling analysis can be performed. The Riks analysis is going to
be used, which predicts unstable, geometrically nonlinear collapse. Buckling is a ge-
ometrically nonlinear static problem. The riks method is used for both stable and
unstable postbuckling behavior.
A new step has to be created, it is a static general Riks analysis, Figure C.4. Then the
non linear geometry (NLgeom) has to be considered, Figure C.5, and the increment
length especified, Figure C.6.
Figure C.4 Create Riks analysis step
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Figure C.5 Edit Riks step: NLgeom ON
Figure C.6 Edit Riks step: arch length increment.
Then, an imperfection must be add to the structure in order to perform the analysis.
The exact post-buckling problem usually cannot be analysed directly because of the
bifurcation point that appears when the buckling load (Pcri) is reached. Then, an
imperfection must be included in the structure geometry to turn it into a problem
with continuous response, without bifurcation. This imperfection added to the per-
fect geometry will produce some response in the buckling mode before arriving to the
critical load.
There are three different ways of introducing this imperfection: as a linear super-
position of buckling eigenmodes, from the displacements of static analysis or imple-
menting the exact values of the imperfection directly to each node. However, the
most common way of adding the imperfection is by superposition of the buckling
modes because for the other methods it is necessary to know the precise shape of the
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imperfection.
In this case, the superposition of the eigenmodes was the method chosen to add
the imperfection to the perfect geometry, only the translational degrees of freedom
are modified. The imperfection is implemented using the keyword, where the file
created in the Eigenvalue analysis carried before has to be called using the command
”FILE”, Figure C.7. The lowest buckling mode is usually the one that provides the
most critical imperfection, for this reason the higher imperfection value is add to this
mode (second line of the keyword script). Adding only the imperfection to one of the
modes usually gives non-conservative results so, the best way is to add imperfection
to the first three or two eigenmodes. For these modes the value of the imperfection
is lower.
Figure C.7 Edit keyword post-buckling analysis: imperfection added to the first three
buckling modes.
The imperfection magnitude is usually chosen as a percentage of the cross-section
dimensions. However, it is necessary to perform a sensitivity analysis before deter-
mining this value, specially for the structures which has many buckling modes closely
spaced because they are usually imperfection sensitive. If the imperfection is too
small the deformation will be also small and below the critical load. The response
will grow fast close to Pcri introducing a rapid change behavior. Nonetheless, if the
imperfection is large the response will grow steadily until Pcri is reached, the transi-
tion to post-buckled behavior is smooth.
After performing the sensitivity analysis and choosing an adequate value for the
imperfection, it can be add to the geometry.
Statically incremental analysis
The main advantage of using this method instead of Riks analysis is that a time de-
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pendent temperature field can be add to the model while in Riks this is not possible.
That does not mean that in Riks analysis a temperature field cannot be add, it is
possible but it will not followed a specific distribution over time. For this reason, the
statically incremental analysis is fundamental when the standard fire curve wants to
be implemented in the model.
However, it has its drawbacks, it perfectly represents and process stable buckling
behaviour while the unstable not. This can be improved by decreasing the time
step and the number of steps. A comparison between this different analysis will be
performed in Section 3.2.
C.2 Imperfection sensitivity analysis and calibration
A sensitivity analysis was performed for the case studied in Section 3.1.2, where a
rigid rod with translational spring at the top is represented. The postbuckling re-
sponse is unstable, the curve after reaching Pcri will decrease. The load decreases as
the deformation augment.
Different imperfections where introduced and then represented in a graph in Figure
C.8. The value chosen, θ equal to 0.005, which is equivalent to an initial displacement
on top of the column of 50 mm. With this imperfection the buckling load decreases 5%
and, as it can be observed in the graph, for this value the solutions already converge.
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Figure C.8 Sensitivity analysis.
Furthermore, the imperfection was applied in two different ways in order to calibrate
the model. The first method was the one explained before, by adding a deformation
to the buckling shape calculated before. The second one consists in dividing the post-
buckling analysis in two different steps. In the first step a small load is applied to the
top of the column, its value is the equivalence of the initial displacement that is intro-
duce as an imperfection. In the second step the postbuckling analysis is performed
to the deformed shape.
The results have been represented in Figure C.9 where it can be noticed that the
values obtained are practically the same. So, it can be said that both methods are
equivalent and the result obtained will be equal.
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Figure C.9 Imperfection method validation.
C.3 2D Column modelling
Four different models are going to be developed in this section, the first two have
concentrated elasticity while the second two have distributed elasticity.
The concentrated elasticity models are characterised by an elasticity modulus re-
ally high in comparison to its spring constant value. While the distributed elasticity
models do not have springs and the stiffness is equally assigned.
C.3.1 Concentrated elasticity
C.3.1.1 Rigid rod with rotational spring at the bottom
The geometric and material properties of the rod are the same as the ones described
in the introduction of this Appendix. The material is structural steel, S355, with a
Young modulus of 210 GPa. The rotational spring stiffness is equal to 10 KN/m.
Firstly, it is going to be analysed and ideal rod and secondly a rod with an initial
imperfection. The imperfection was added as a superposition of the buckling modes
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with the scalar factor obtained from the sensitivity analysis performed in Section 2,
equal to 0.05. The ideal rod system is represented in Figure C.10.
Figure C.10 Ideal rod with rotational spring at the bottom.
The system depends directly of the angle θ, which is the degree of freedom that de-
scribes the configuration of the system. The equilibrium of the rod in the deformed
position is shown in Equation C.1.
PL sin θ = kθ (C.1)
If the assumption of small displacements is taken into account, the value of sin θ can
be approximated to θ, sin θ ≈ θ. So, the equation can be rewrite, Equation C.2.
PLθ = kθ (C.2)
θ(PL − K) = 0 (C.3)
There are two solutions, the trivial solution where θ is equal to 0, it corresponds when
the rod is vertical and there are not any rotation. The second one corresponds to the





Both solution have into account the small displacements theory, however if the dis-
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placements cannot be considered under this assumption, the solutions are not valid.
If the displacements are considered as large displacements the simplifications made
cannot be used, sin θ ≈ θ. So, the solution that corresponds to large displacements is







Now, the assumption of an ideal rod is removed and an imperfection is introduced in
the system. In this case an initial angle of rotation is added, Figure C.11. The value
of Pcri obtained for the imperfection case will be lower than in the ideal case.
Figure C.11 Imperfect rod with rotational spring at the bottom.
Taking into account this initial rotation the equilibrium can be established as it was
done before, Equation C.6. There will be only one solution, there is not trivial solu-
tion for this case.
PL sin θ = k(θ − θo) (C.6)










Then, if the last assumption is removed and the displacement is considered as large
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Figure C.12 Equilibrium paths for rod with rotational spring at the bottom.
The solution obtained for the ideal rod and the imperfect rod was plotted in Figure
C.12 as well as the solution obtained using the program Abaqus. The result provided
by Abaqus has into account large displacements and non linear behavior. As it can be
seen the solutions show a stable post-buckling behaviour when the large displacement
theory is used.
C.3.1.2 Rigid rod with translational spring at the top
In this case, the bottom of the rod is pinned and the top of it has a trasnlational
spring, with a translational stiffness k. The problem is analogue to the one analysed
in Section 3.1.1, the system is also described by the angle θ.
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Figure C.13 Ideal rod with translational spring at the top.
The reaction force of the spring is described in Equation C.9 and the equilibrium in
the deformed possition is expressed in Equation C.10.
F = kL sin θ (C.9)
PL sin θ = FL cos (C.10)
PL sin θ = L2k sin θ cos (C.11)
Firstly, the small displacement theory is considered, some simplifications can be made:
cos θ ≈ 1 and sin θ ≈ θ. Then the equilibrium equation can be solved, Equation C.12,
there are two solutions, the trivial solution with θ equal to 0 and the solution that
corresponds to the buckling load, Equation C.14.
Pθ = Lk (C.12)
θ(P − kL) = 0 (C.13)
Pcri = kL (C.14)
If instead of small displacements it is considered the large displacement theory the
result will be change, Equation C.15.
Pcri = kL cos θ (C.15)
Then, after obtaining the solution for the ideal rod an imperfection is going to be
introduced in the model, an initial rotation θo, Figure C.14.
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Figure C.14 Imperfect rod with translational spring at the top.
The procedure that evaluates the equilibrium of the deformed system is the same as
the one followed in the previous section. However, the solution obtained with the
imperfection is unique, there is not trivial solution. The equivalent force of the spring
is shown in Equation C.19, the equilibrium equation in Equation C.17, the solution
obtained for small displacements in Equation C.18 and the one for large displacements
in Equation C.19.
F = kL(sin θ − sin o) (C.16)













Figure C.15 Equilibrium paths for rod with translational spring at the top.
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The results of these equations have been plotted in Figure C.15, where it was also
plotted the solution obtained with the software Abaqus. The solutions that takes
into account large displacements clearly show the unstable post-buckling behaviour
of the system.
C.3.2 Comparison between Riks analysis and Statically
incremental analysis
The postbuckling analysis performed in the previous sections where made using Riks
analysis method. In order to compare the results obtained using different methods
the Static Incremental analysis was used with the same cases: rod with roatational
spring at the bottom and rod with translational spring at the top.
The results, Figure C.16 and C.17, are practically the same specially for the first
case. The main reason is that this analysis represents perfectly the postbuckling
behaviour for the stable cases, however when the buckling is unstable the analysis
stopped at some point. This analysis cannot fully represent the unstable behavior
produce by buckling like Riks analysis does. Nevertheless, adjusting the time step
and the number of step it has the results can be improved.
As a conclusion, Statically incremental analysis gives as good solution as Riks anal-
ysis for stable buckling behavior but for unstable not, however the solution is good
enough.
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Figure C.16 Comparison between Riks and Statically incremental for the rod with
rotational spring at the bottom. Stable buckling behavior.
Figure C.17 Comparison between Riks and Statically incremental for the rod with
translational spring at the top. Unstable buckling behavior.
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C.3.3 Distributed elasticity
The material properties remain the same as for the concentrated elasticity cases. How-
ever the geometry is different, the section is rectangular with a width of 200 mm and
the column has a total height of 5 m. The boundary conditions change, now a simply
supported beam will be analysed. The Euler load or buckling load for this case is
equal to 11054 KN.
Two different analysis will be developed, Riks analysis and Statically Incremental
analysis. It will be demonstrated that, for stable buckling behavior the incremental
analysis gives good solutions.
Figure C.18
It can be observed that in Riks analysis, Statically incremental analysis and in the An-
alytical solution the Load-displacement has the same behaviour until approximately
92% of the critical load. Beyond this point, the analytical solution grows asymp-
totically towards the Euler load while the Riks analysis pass this load in a stable
postbuckling path.
C.3.4 Thermal buckling
Now, a not time dependent temperature field will be introduce in the model. The
punctual load will be removed and the vertical expansion limited. The buckling phe-
nomenon will occur due to the axial load that will appear because the beam is trying
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to expand when the temperature is raising but the boundary conditions does not
let it. The thermal expansion coefficient of the material is added and the maximum
temperature of the temperature field is 1000ºC.
In Figure C.19 the load versus temperature is represented, the curve form looks
similar to the load-displacement curve for buckling. It can also be seen the horizontal
displacement process as a function of temperature, Figure C.20.
Figure C.19 Load versus temperature.
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Figure C.20 Horizontal displacement versus temeprature.
Figure C.21 Load versus horizontal displacement.
Lastly, in Figure C.21, the Load versus horizontal displacement was plotted. The
blue lines refer to the case where there is only temperature acting on the model while
in the orange lines the model has no temperature but a punctual load.
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It can be noticed that the curve is practically the same for both cases, at least
until the 92% of the buckling load is reached. However the thermal buckling model
presents a stiffer behavior.
It was calculated the critical temperature at which the beam will buckle, finding
that the values is 109.66ºC. This temperature can be considered as low and maybe
incorrect at first, specially if the graphs plot before are observed. However, this value
is correct and the main reason why it is lower than expected is because it does not
have into consideration the initial imperfection. If the same problem is analysed with
smaller imperfection the graph plotted represents perfectly that the buckle starts at
approximately 108ºC As the value of the imperfection is getting smaller the buckling
temperature observed gets closer to the critical value calculated.
Figure C.22
C.3.4.1 Material degradation
The Young modulus degradation curve used is the one developed by Kristian Hertz
and it corresponds of a 0.2% stress reduction of cold worked steel sections.
148
C.3 2D Column modelling
Figure C.23 E degradation curves
Figure C.24 E degradation effect.
C.3.5 2D Column modelling
The same case as before was modelled in 2D using solid elements. The objective is
to reproduce the same problem with a different model and compare the results. The
2D structure created is a 5 meters beam with a width of 0.2 meters, Figure C.28.
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Figure C.25 2D model.
The element chosen is CPS4I which corresponds to the type of solid continuum el-
ements with plane stress. It is a quadrilateral element with 4 node-bilinear and
incompatible modes, Figure C.26. The thickness of the element is 0.2 meters, the
same as the width. The main reason why it was chosen a full integration element
with incompatible modes is to avoid shear locking and hourglass phenomena, elimi-
nating parasitic shear stresses.
Figure C.26 Type of element chosen.
The hourglass phenomena appears in reduce integration elements where it cannot be
detected strains at the integration point due to bending. Regarding the shear locking,
it is caused due to the linear nature of quadrilateral elements, which do not accurately
model the curvature present in the material caused by bending. Then, a shear stress
is introduce causing that the element reach equilibrium with smaller displacements,
which gives stiffer results than in reality. This phenomenon affects mainly to pure
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bending problems, but due to the initial imperfection introduce in the beam this issue
can also affect to the case of study.
It is fundamental for the model to establish the proper boundary conditions. If they
are not well introduced the system will not behave as a simple supported beam. The
bottom of the structure is pinned and the restriction of the horizontal and vertical
displacement is only applied in the central node of the base. With this boundary con-
dition the rotation is allowed but not the translation. The top of the beam boundary
conditions are also applied to the central node, where the horizontal displacement is
not allowed. Instead of applying the boundary conditions to the border they were
applied to the central nodes to reproduce the simple supported beam behaviour.
Figure C.27 2D model boundary conditions.
As it can be observed in Figure C.28 the behaviour of the 2D model is the same as
the one obtained for the 1D model.
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Figure C.28 Load versus horizontal displacement comparison for 1D and 2D model.
C.3.6 3D Column modelling
Lastly the beam was modelled using 3D elements. The type of element used is S4,
which is a homogeneous shell element, 4-node with full integration method. Now the
beam has 6 degrees of freedom per each node and this should be considered when the
boundary conditions are established. At the top of the beam a roller has to be placed
being the restricted DOF U1, U3 and UR3. While at the bottom there is a pinned
support which restricts the DOFs: U1, U2, U3 and UR3. The DOF UR3 refers to
the rotation arround the Z-axis.
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Figure C.29 3D model boundary conditions.








D.0.1 Single steel sheet model
The objective is to run Abaqus model and check with the analytical solution calculated
that the behaviour of the plate corresponds to the one expected. This will validate
this initial model and will serve as a first step towards the final model.
D.0.2 Characteristics of the model
The model consists of a single plate with 2.8 meters height, 2.8 meters length and 2
millimetres thick, Figure D.1. The mechanical characteristics of the door will be the
same as the ones that are going to be used for the final model, described in Section
2.4. But, for this validation, it is only going to be considered the elastic properties of
the material. It also would not be considered the thermal dependent data.
D Buckling of plates: validation and calibration
Figure D.1 Geometrical characteristics of the single steel plate model.
The boundary conditions will correspond to a simply supported plate with free sides.
The displacement at the bottom will not be allowed and only the rotation around the
horizontal axis will be free. At the top, all the degrees of freedom will be restricted
except the vertical displacement and the rotation around the horizontal axis. Besides,
when the thermal load is acting also the vertical displacement at the top will be re-
stricted.
Due to the characteristics of the model, it is going to be used the general-purpose
shell element, S4, described in Section 3.2.2.1. This element was chosen because is
the most appropriate for this case. However, a thin shell element like STRI3 could
also be used due to the small thickness of the shell as opposed to the wide of the
element. Its thickness is less than 1/15 of the shell width, so it can be considered as
a thin shell.
D.0.2.1 Analytical solution for steel plates axially loaded
First, the critical load and the critical temperature at which the plate will start to
buckle will be calculated.
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To calculate the buckling load of a simply supported plate Equation D.1 is used.
This formulation comes from the Euler buckling theory and its equation for calculat-
ing the critical buckling load in beams. The formula used is a variation that allows





The value of E is 210 GPa, ν is equal to 0.3, L corresponds to the height of the plate
which is 2.8 meters and I is the inertia modulus which has a value of 1.86·10−9 m4.
The value at which the shell starts buckling is 54.23 Newtons.
Now, the critical temperature at which the system starts buckling can be estimated
using Equation D.2. The value of α is 12.2·10−6 C−1 which its the coefficient of
thermal expansion, E is the Young modulus and A is the cross-section area that is





The values obtained are really low so it can be said that the model does not practi-
cally have mechanical resistance by itself. The reason is that the steel sheet is really
thin and by itself, it does not have much resistance.
Lastly, the equation used to calculate analytically the displacement as a function
of the load applied is shown in Equation D.3 [21].







The letter δ refers to the initial imperfection introduce in the model, for this case it
is equal to 0.005 meters. Regarding x and y, they are the coordinates of the point
analysed, the value of x refers to the horizontal axis and y to the vertical axis. The
length of the plate is referred to as L and the width as B.
D.0.2.2 Mechanical load model
The plate was loaded with a uniform axial load along its width and two different anal-
ysis were run. First, the eigenvalue analysis to find the buckling modes and shapes,
and lastly the statically incremental analysis to study the post-buckling behaviour.
157
D Buckling of plates: validation and calibration
Eigenvalue analysis
The Eigenvalue analysis was run and the first buckling loads calculated corresponds
perfectly to the analytical solution, in shape and load. The first buckling load ob-
tained in Abaqus is equal to 52 Newtons, which is practically the same as the ana-
lytical critical load calculated before. The error is less than 3% which is acceptable.
The shape is the one expected for a simply supported square plate with axial load.
Figure D.2 First three buckling modes of a 2 mm thick shell that is axially loaded.
Statically incremental analysis
Afterwards, post-buckling behaviour was analysed. The middle point of the shell
was used for this study of the steel sheet behaviour. The diagram force-displacement
was plotted and it was compared with the analytical solution for this specific case.
The results can be observed in FigureD.3, where it can be observed that the behaviour
is the one expected. So, it can be said that the model used has been verified.
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Figure D.3 Graph vertical force versus displacement. Post-Buckling behaviour of a 2
mm thick shell that is axially loaded.
D.0.3 Thermal load model
The plate is going to be subjected to a thermal load instead of a mechanical load. The
load will be acting on the whole surface and, to allow thermal buckling, the vertical
expansion of the steel will be restricted.
It was observed that, due to local buckling, the post-buckling behaviour could not
be validated with the analytical solution for this case. However, the objective is to
check if the model is working fine for this load condition with the specific boundary
conditions specified before. So, to do that it was performed a second analysis with
a 3 cm thick door to avoid local buckling and check if the post-buckling behaviour
corresponds to the one expected.
Eigenvalue analysis
First, the Eigenvalue analysis for the panel with 2 mm thickness was run and it
was checked that the first buckling modes correspond to the analytical solution. The
first critical temperature at which the panel buckles is equal to 3.7·10−2ºC and the
value obtained with Abaqus is 3.27·10−2ºC. The shape of the first three buckling
modes corresponds to the ones expected and they also match the shapes obtained
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with the model where the mechanical load was acting.
Figure D.4 First three buckling modes of a 2 mm thick shell that thermally loaded.
Then the 3 mm thick panel was analysed. The analytical value obtained for the critical
temperature for the first buckling mode is equal to 7.73ºC. This value matches with
the one obtained in Abaqus, which is 7.36ºC, approximately 5% error. The first three
buckling shapes obtained are the same as the ones obtained with the 2 mm thick case.
Figure D.5 First three buckling modes of a 3 cm thick shell that thermally loaded.
Statically incremental analysis
To analysed the post-buckling behaviour a statically incremental analysis was run.
However, it was noticed that due to local buckling the analytical formulation used is
not correct for this validation. However, for a stiffer plate, it is useful so the model
was validated with the 3 cm thick shell. As it can be observed in Figure D.6 the result
practically matches the analytical solution. The vertical force that the graph refers
to is the total vertical force produce at the borders when the steel tries to expand
due to temperature and the boundary conditions did not allow it. It is the total axial
load at the borders.
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Figure D.6 Graph vertical force versus displacement. Post-Buckling behavior of a 3 cm








The objective of this appendix is to analyse the different types of element in Abaqus
to chose the adequate one for the analysed case.
E.0.1 Shell elements
After analysing the different types of shell elements available in Abaqus it was chosen
three different ones to model a plate with the door characteristics. The element S4,
STRI3 and CSS8 were used.
The characteristics of the element are the same for all the models, it is a plate with 2.8
meters length and 2.8 meters high with a thickness of 0.1 meters. It was chosen a big
thickness for this first analysis but it was also checked that for a thinner thickness (2
mm, steel plate dimensions of a door) the results corresponds to what it was expected.
The plate is doubled pinned at the top and at the bottom. The mesh used is composed
of 28 x 28 square elements, with a side length of 0.1 meters.
E Analysis of the different elements in Abaqus
Figure E.1 Plate geometric characteristics and boundary conditions.
E.0.1.1 General-purpose conventional shell elements
This type of element corresponds to S4 and it was considered as appropriate for this
specific case because it uses both, thin and thick shell theory, depending of the shell’s
thickness. So the shell was modelled with this type of element to compare its results
with the ones obtained with the other models. It is a 4-node shell element that uses
full integration. It considers shear deformation. The mesh used is composed with
quadrilateral elements.
Figure E.2 General-purpose conventional element mesh, S4.
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E.0.1.2 Thin conventional shell elements
Thin conventional shell elements were considered adequate because the thickness of
the plate is smaller than 1/15 of the characteristic length of the shell, being this char-
acteristic length the distance between supports. This element neglects the transverse
shear flexibility and fulfills Kirchhoff requirement, having six degrees of freedom on
each node. The mesh used is triangular.
Figure E.3 Thin conventional shell element mesh, STRI3.
E.0.1.3 Continuum shell elements
Continuum shell elements were chosen to modelled the structure because allows to
discretize the structure in 3D. The main advantage is that the thickness can be
analysed better with this model. In the previous elements explained the shell was
discretize from a reference surface. The mesh is a 3D quadrilateral element.
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Figure E.4 Continuum shell element mesh, CSS8.
E.0.1.4 Comparison of results
E.0.1.5 Eigenvalue analysis: buckling temperature
The buckling temperature calculated analytically corresponds to a temperature of 86º
C. The temperatures obtained are slightly different but they get really close to this
value, better results can be found as the mesh gets thinner.
The elements STRI3 and S4 have a really similar value while CSS8 not. This could
be because CSS8 needs a better mesh discretization. The shapes obtained for the
three cases is the same, as it was expected.
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Figure E.5 Thermal buckling temperature for STRI3 element.
Figure E.6 Thermal buckling temperature for S4 element.
Figure E.7 Thermal buckling temperature for CSS8 element.
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Statically incremental analysis: post-buckling behaviour In order to analyse the be-
haviour of the different elements after buckling a comparative graphic has been plot-
ted. There are two different graphs that allows to compare the performance of the
elements, the first one plots the horizontal displacement versus the vertical load while
the second one plots the temperature versus horizontal displacement. One way to val-
idate the model is to compare the results obtained from a beam model with the rest
of the elements.
The beam model is a simple 1D model of a beam, developed in a 2D space. The
element employed is B23 and the analysis is elastic. This is the simpler model it can
be developed, where the steel sheet is treat as a beam. The geometrical properties
are the same as the ones used in the shell model, the height corresponds to the height
of the door and the cross-section is equivalent to the dimensions of the top view of
the door.
Figure E.8 Horizontal displacement versus Vertical load.
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Figure E.9 Temperature versus horizontal displacement.
Figure E.10 Temperature versus horizontal displacement zoom view.
As it can be observed before buckling the behavior is exactly the same as in the beam
element. However is in the post-buckling analysis when the results follow a different
path.
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Figure E.11 Temperature versus Vertical load.
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